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1
SYSTEMS AND METHODS FOR PROVIDING
A CUSTOMIZED PROGRAM LINEUP

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a continuation of prior U.S. patent
application Ser. No. 14/478,888, filed Sep. 5, 2014, which is
a continuation of prior U.S. patent application Ser. No.
13/528,144, filed Jun. 20, 2012. The prior applications are
hereby incorporated by reference herein in their entireties.

BACKGROUND OF THE INVENTION

Today’s consumers are faced with an ever increasing num-
ber of media assets provided from a wide variety of content
sources. Due to the large number of available choices, con-
sumers may find it desirable to define a customized program
lineup, thereby allowing the consumer to access media assets
at the most convenient times and in a preferred order. To this
end, traditional systems have long enabled consumers to
time-shift media assets from their originally-scheduled
broadcast times. For example, personal video recorders
(PVRs), such as those provided by TIVO, Inc., record media
assets onto a digital storage device and allow users to play-
back the media assets at a later time. PVRs may also record
media assets in real-time, allowing users to pause real-time
programs, rewind, and even fast forward through commer-
cials until they reach a point at which the program is currently
provided. However, PVRs are unable to adjust the original
broadcast time of a media asset and thus are limited to pro-
viding playback after the original broadcast of the media
asset. In particular, users are unable to view a media asset
prior to its originally scheduled broadcast time.

SUMMARY OF THE INVENTION

Accordingly, systems and methods for delivering content
according to a customized program lineup are provided. A
content source may transmit a plurality of media assets
according to scheduled transmission times. As used herein,
“content source” may refer to any type of content distribution
equipment, including a television distribution facility, a cable
system headend, a cable service provider, a television chan-
nel, a video-on-demand (VOD) server, an Internet server, a
website, a local recording device, a remote recording device,
or any other suitable content provider. A user may define a
customized program lineup by modifying the media assets
from their originally-scheduled transmission times. In some
embodiments, the user may navigate in an interactive pro-
gram guide screen and select, swap, and reorder programs
into a desired sequence. For example, the user may request a
program which is originally scheduled to air at 10 pm to be
received at 7 pm instead. In response to the user request, a
processing device may update the program guide screen to
display the customized program lineup as defined by the user.
In some embodiments, the updated program guide screen is
only generated for the requesting user, and other users in the
media distribution network may still see the media assets at
their originally-scheduled transmission times.

When the user requests access to a content source, the
processing device may determine, based on the customized
program lineup, whether the user has specified a different
media asset than the originally-scheduled media asset at the
time of the request. If the user has specified a different media
asset according to the customized program lineup, the pro-
cessing device may automatically receive the different media
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asset and provide it to the user instead of the originally-
scheduled media asset. In some embodiments, the processing
device may automatically transmit a request to the content
source to provide the different media asset at the user-speci-
fied time. The processing device may subsequently receive
and present the different media asset to the user instead of the
originally-scheduled media asset.

In some embodiments, the processing device may auto-
matically receive the different media asset from a second
content source that is different than the original content
source. For example, the processing device may receive the
different media asset from an Internet streaming server which
may provide the different media asset on-demand at the user-
specified time. In some embodiments, the second content
source may be associated with the original content source.
For example, if the user shifted a media asset on ABC, the
processing device may request the media asset from a stream-
ing server or a website associated with the American Broad-
casting Company. In other embodiments, the second content
source may not be associated with the original content source.
For example, the processing device may request the media
asset from a third-party streaming server, such as YouTube,
Netflix, or Hulu. The processing device may transmit a com-
munication to the second content source requesting that the
different media asset be made available at the time of the
request. The processing device may automatically receive the
media asset from the second content source and present it to
the user instead of the originally-scheduled media asset.

After playback of a media asset completes, the processing
device may determine whether the next media asset according
to the customized program lineup is different than the origi-
nally-scheduled media asset to be transmitted by the content
source. Ifthe user has not specified a different media asset, the
processing device may receive and present the originally-
scheduled media asset. If the user has requested a different
media asset according to the customized program lineup, the
processing device may automatically receive and present the
different media asset instead of the originally-scheduled
media asset as described above. In this manner, the user may
be seamlessly presented with requested media assets at speci-
fied times along with the originally-scheduled media assets
when no special request has been made. At the same time,
other users in the media distribution network may continue to
receive the media assets from the content source at their
originally-scheduled times.

In some embodiments, the request to access the content
source may be received in the middle of a media asset accord-
ing to the customized program lineup. For example, the user
may have specified a media asset to air at 7 pm on ABC, but
tuned to ABC at 7:15. In such embodiments, the processing
device may transmit a request to the second content source to
provide the media asset starting at an intermediate point cor-
responding to the time of the request. In the above example,
the processing device may receive and present the media asset
at a point fifteen minutes into the asset.

In some embodiments, each of the media assets may be
associated with an availability window which indicates a
combination of time intervals and/or content sources over
which the media asset may be accessed. In some embodi-
ments, the data indicating the availability window may be
received with the program guidance data of the media asset.
In alternate embodiments, the data indicating the availability
windows may be received separately from the program guid-
ance data. The availability window may extend prior to the
originally-scheduled transmission time of the media asset,
allowing a user to request early access to the media asset. The
availability window may also extend past the originally-
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scheduled transmission time, allowing a user request the
media asset at a later time. The availability window may also
denote a single content source or a predetermined set of
content sources over which a media asset may be accessed.
For example, a program which is scheduled to broadcast on
ABC may be shifted to other channels associated with the
American Broadcasting Company, such as ABC Family.

In some embodiments, the processing device may store the
personalized program lineup onto a digital storage device.
The digital storage device may reside within a user equipment
device, at a remote server, or a combination of the two. In
some embodiments, the user may construct the personalized
program lineup on a first user equipment device, such as a
mobile phone, store the personalized program lineup at a
remote server, and access the program lineup on a second user
equipment device, such as a set-top-box.

In some embodiments, the processing device may auto-
matically rearrange other media assets that are affected by the
user request to shift a media asset. For example, the process-
ing device may automatically shift the affected media assets
forward or backward such that the requested media asset is
“inserted” into the program lineup without a loss of program-
ming. Furthermore, the processing device may determine
whether related media assets should be rearranged into broad-
cast order. For example, if a later episode of a series is moved
before an earlier episode of the same series, the processing
device may automatically rearrange the episodes in their
original broadcast order and update the customized program
lineup.

In some embodiments, the creation of a customized pro-
gram lineup may be associated with a fee. In some embodi-
ments, the shifting of a media asset from its originally-sched-
uled transmission time and content source may be associated
with a one-time fee. The processing device may request pay-
ment for the fee at any suitable time, such as at the time the
media asset is shifted, when the media asset is delivered to the
user equipment, or after the media asset is delivered. In alter-
nate embodiments, the user may purchase a subscription
which allows a limited or unlimited number of shifts within a
certain content source or a predetermined set of content
sources.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other objects and advantages of the inven-
tion will be apparent upon consideration of the following
detailed description, taken in conjunction with the accompa-
nying drawings, in which like reference characters refer to
like parts throughout, and in which:

FIG. 1 shows an illustrative interactive media guidance
application display screen in accordance with some embodi-
ments of the present disclosure;

FIG. 2 shows another illustrative interactive media guid-
ance application display screen in accordance with some
embodiments of the present disclosure;

FIG. 3 illustrates an example of a user equipment device in
accordance with some embodiments of the present disclo-
sure;

FIG. 4 illustrates an example of a cross-platform interac-
tive media system in accordance with some embodiments of
the present disclosure;

FIG. 5 shows an illustrative display screen presenting an
availability window associated with a media asset in accor-
dance with some embodiments of the present disclosure;

FIG. 6 shows another illustrative display screen presenting
anavailability window associated with a media asset in accor-
dance with some embodiments of the present disclosure;
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FIG. 7 shows another illustrative display screen presenting
anavailability window associated with a media asset in accor-
dance with some embodiments of the present disclosure;

FIG. 8a shows an illustrative interactive media guidance
application display screen with a first sequence of media
assets in accordance with some embodiments of the present
disclosure;

FIG. 8b shows an illustrative interactive media guidance
application display screen with a second sequence of media
assets in accordance with some embodiments of the present
disclosure;

FIG. 9 shows an illustrative confirmation display screen in
accordance with some embodiments of the present disclo-
sure;

FIG. 10 shows an illustrative confirmation display screen
with subscription and fee information in accordance with
some embodiments of the present disclosure;

FIG. 11 shows an illustrative confirmation display screen
regarding a swap of a first and a second media asset in accor-
dance with some embodiments of the present disclosure;

FIG. 12 shows an illustrative confirmation screen to rear-
range related media assets in accordance with some embodi-
ments of the present disclosure;

FIG. 13 illustrates a flow diagram for defining a personal-
ized program lineup in accordance with some embodiments
of the present disclosure;

FIG. 14 illustrates another flow diagram for defining a
personalized program lineup in accordance with some
embodiments of the present disclosure;

FIG. 15 illustrates a flow diagram for delivering content
according to a personalized program lineup in accordance
with some embodiments of the present disclosure; and

FIG. 16 illustrates a flow diagram for rearranging related
media assets in accordance with some embodiments of the
present disclosure;

DETAILED DESCRIPTION OF THE VARIOUS
EMBODIMENTS

Systems and methods for delivering content according to a
customized program lineup are provided. A content source
transmits a plurality of media assets in a first schedule accord-
ing to scheduled transmission times. A processing device may
receive a user input to receive the media assets in a second
schedule different from the first schedule. When a request to
access the content source is received, the processing device
may automatically determine, based on the second schedule,
whether the user has requested a different media asset than the
originally-scheduled asset at the time of the request. If the
user has requested a different media asset, the processing
device may automatically receive and provide the different
media asset instead of the originally-scheduled asset.

The amount of content available to users in any given
content delivery system can be substantial. Consequently,
many users desire a form of media guidance through an
interface that allows users to efficiently navigate content
selections and easily identify content that they may desire. An
application that provides such guidance is referred to herein
as an interactive media guidance application or, sometimes, a
media guidance application or a guidance application.

Interactive media guidance applications may take various
forms depending on the content for which they provide guid-
ance. One typical type of media guidance application is an
interactive television program guide. Interactive television
program guides (sometimes referred to as electronic program
guides) are well-known guidance applications that, among
other things, allow users to navigate among and locate many
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types of content or media assets. Interactive media guidance
applications may generate graphical user interface screens
that enable a user to navigate among, locate, and select con-
tent. As referred to herein, the terms “media asset” and “con-
tent” should be understood to mean an electronically consum-
able user asset, such as television programming, as well as
pay-per-view programs, on-demand programs (as in video-
on-demand (VOD) systems), Internet content (e.g., streaming
content, downloadable content, Webcasts, etc.), video clips,
audio, content information, pictures, rotating images, docu-
ments, playlists, websites, articles, books, electronic books,
blogs, advertisements, chat sessions, social media, applica-
tions, games, and/or any other media or multimedia and/or
combination of the same. Guidance applications also allow
users to navigate among and locate content. As referred to
herein, the term “multimedia” should be understood to mean
content that utilizes at least two different content forms
described above, for example, text, audio, images, video, or
interactivity content forms. Content may be recorded, played,
displayed or accessed by user equipment devices, but can also
be part of a live performance.

With the advent of the Internet, mobile computing, and
high-speed wireless networks, users are accessing media on
user equipment devices on which they traditionally did not.
As referred to herein, the phrase “user equipment device,”
“user equipment,” “user device,” “electronic device,” “elec-
tronic equipment,” “media equipment device,” or “media
device” should be understood to mean any device for access-
ing the content described above, such as a television, a Smart
TV, a set-top box, an integrated receiver decoder (IRD) for
handling satellite television, a digital storage device, a digital
media receiver (DMR), a digital media adapter (DMA), a
streaming media device, a DVD player, a DVD recorder, a
connected DVD, a local media server, a BLU-RAY player, a
BLU-RAY recorder, a personal computer (PC), a laptop com-
puter, a tablet computer, a WebTV box, a personal computer
television (PC/TV), a PC media server, a PC media center, a
hand-held computer, a stationary telephone, a personal digital
assistant (PDA), a mobile telephone, a portable video player,
a portable music player, a portable gaming machine, a smart
phone, or any other television equipment, computing equip-
ment, or wireless device, and/or combination of the same. In
some embodiments, the user equipment device may have a
front facing screen and a rear facing screen, multiple front
screens, or multiple angled screens. In some embodiments,
the user equipment device may have a front facing camera
and/or arear facing camera. On these user equipment devices,
users may be able to navigate among and locate the same
content available through a television. Consequently, media
guidance may be available on these devices, as well. The
guidance provided may be for content available only through
atelevision, for content available only through one or more of
other types of user equipment devices, or for content available
both through a television and one or more of the other types of
user equipment devices. The media guidance applications
may be provided as on-line applications (i.e., provided on a
web-site), or as stand-alone applications or clients on user
equipment devices. Various devices and platforms that may
implement media guidance applications are described in
more detail below.

One of the functions of the media guidance application is to
provide media guidance data to users. As referred to herein,
the phrase, “media guidance data” or “guidance data” should
be understood to mean any data related to content, such as
media listings, media-related information (e.g., broadcast
times, broadcast channels, titles, descriptions, ratings infor-
mation (e.g., parental control ratings, critic’s ratings, etc.),
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genre or category information, actor information, logo data
for broadcasters’ or providers’ logos, etc.), media format
(e.g., standard definition, high definition, 3D, etc.), advertise-
ment information (e.g., text, images, media clips, etc.), on-
demand information, blogs, websites, and any other type of
guidance data that is helpful for a user to navigate among and
locate desired content selections. Media guidance data may
also include data indicating an availability window associated
with a media asset, including an interval or intervals of time
during which the media asset may be accessed as well as a
predetermined set of content sources over which the media
asset may be received. In some embodiments, data indicating
the availability window for a media asset is communicated
separately from the media guidance data.

FIGS. 1-2 show illustrative display screens that may be
used to provide media guidance data. The display screens
shown in FIGS. 1-2 and 5-12 may be implemented on any
suitable user equipment device or platform. While the dis-
plays of FIGS. 1-2 and 5-12 are illustrated as full screen
displays, they may also be fully or partially overlaid over
content being displayed. A user may indicate a desire to
access content information by selecting a selectable option
provided in a display screen (e.g., a menu option, a listings
option, an icon, a hyperlink, etc.) or pressing a dedicated
button (e.g., a GUIDE button) on a remote control or other
user input interface or device. In response to the user’s indi-
cation, the media guidance application may provide a display
screen with media guidance data organized in one of several
ways, such as by time and channel in a grid, by time, by
channel, by source, by content type, by category (e.g., mov-
ies, sports, news, children, or other categories of program-
ming), or other predefined, user-defined, or other organiza-
tion criteria. The organization of the media guidance data is
determined by guidance application data. As referred to
herein, the phrases “guidance application data” and “program
guidance data” should be understood to mean data used in
operating the guidance application, such as program informa-
tion, guidance application settings, user preferences, or user
profile information.

FIG. 1 shows illustrative grid program listings display 100
arranged by time and channel that also enables access to
different types of content in a single display. Display 100 may
include grid 102 with: (1) a column of channel/content type
identifiers 104, where each channel/content type identifier
(which is a cell in the column) identifies a different channel or
content type available; and (2) a row of time identifiers 106,
where each time identifier (which is a cell in the row) identi-
fies atime block of programming. Grid 102 also includes cells
of program listings, such as program listing 108, where each
listing provides the title of the program provided on the list-
ing’s associated channel and time. With a user input device, a
user can select program listings by moving highlight region
110. Information relating to the program listing selected by
highlight region 110 may be provided in program information
region 112. Region 112 may include, for example, the pro-
gram title, the program description, the time the program is
provided (if applicable), the channel the program is on (if
applicable), the program’s rating, and other desired informa-
tion.

In addition to providing access to linear programming
(e.g., content that is scheduled to be transmitted to a plurality
of user equipment devices at a predetermined time and is
provided according to a schedule), the media guidance appli-
cation also provides access to non-linear programming (e.g.,
content accessible to a user equipment device at any time and
is not provided according to a schedule). Non-linear program-
ming may include content from different content sources
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including on-demand content (e.g., VOD), Internet content
(e.g., streaming media, downloadable media, etc.), locally
stored content (e.g., content stored on any user equipment
device described above or other storage device), or other
time-independent content. On-demand content may include
movies or any other content provided by a particular content
provider (e.g., HBO On Demand providing “The Sopranos”
and “Curb Your Enthusiasm”). HBO ON DEMAND is a
service mark owned by Time Warner Company L.P. et al. and
THE SOPRANOS and CURB YOUR ENTHUSIASM are
trademarks owned by the Home Box Office, Inc. Internet
content may include web events, such as a chat session or
Webcast, or content available on-demand as streaming con-
tent or downloadable content through an Internet web site or
other Internet access (e.g. FTP).

Grid 102 may provide media guidance data for non-linear
programming including on-demand listing 114, recorded
content listing 116, and Internet content listing 118. A display
combining media guidance data for content from different
types of content sources is sometimes referred to as a “mixed-
media” display. Various permutations of the types of media
guidance data that may be displayed that are different than
display 100 may be based on user selection or guidance
application definition (e.g., a display of only recorded and
broadcast listings, only on-demand and broadcast listings,
etc.). As illustrated, listings 114, 116, and 118 are shown as
spanning the entire time block displayed in grid 102 to indi-
cate that selection of these listings may provide access to a
display dedicated to on-demand listings, recorded listings, or
Internet listings, respectively. In some embodiments, listings
for these content types may be included directly in grid 102.
Additional media guidance data may be displayed in response
to the user selecting one of the navigational icons 120. (Press-
ing an arrow key on a user input device may affect the display
in a similar manner as selecting navigational icons 120.)

Display 100 may also include video region 122, advertise-
ment 124, and options region 126. Video region 122 may
allow the user to view and/or preview programs that are
currently available, will be available, or were available to the
user. The content of video region 122 may correspond to, or
be independent from, one of the listings displayed in grid 102.
Grid displays including a video region are sometimes referred
to as picture-in-guide (PIG) displays. PIG displays and their
functionalities are described in greater detail in Satterfield et
al. U.S. Pat. No. 6,564,378, issued May 13, 2003 and Yuen et
al. U.S. Pat. No. 6,239,794, issued May 29, 2001, which are
hereby incorporated by reference herein in their entireties.
PIG displays may be included in other media guidance appli-
cation display screens of the embodiments described herein.

Advertisement 124 may provide an advertisement for con-
tent that, depending on a viewer’s access rights (e.g., for
subscription programming), is currently available for view-
ing, will be available for viewing in the future, or may never
become available for viewing, and may correspond to or be
unrelated to one or more of the content listings in grid 102.
Advertisement 124 may also be for products or services
related or unrelated to the content displayed in grid 102.
Advertisement 124 may be selectable and provide further
information about content, provide information about a prod-
uct or a service, enable purchasing of content, a product, or a
service, provide content relating to the advertisement, etc.
Advertisement 124 may be targeted based on a user’s profile/
preferences, monitored user activity, the type of display pro-
vided, or on other suitable targeted advertisement bases.

While advertisement 124 is shown as rectangular or banner
shaped, advertisements may be provided in any suitable size,
shape, and location in a guidance application display. For
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example, advertisement 124 may be provided as a rectangular
shape that is horizontally adjacent to grid 102. This is some-
times referred to as a panel advertisement. In addition, adver-
tisements may be overlaid over content or a guidance appli-
cation display or embedded within a display. Advertisements
may also include text, images, rotating images, video clips, or
other types of content described above. Advertisements may
be stored in a user equipment device having a guidance appli-
cation, in a database connected to the user equipment, in a
remote location (including streaming media servers), or on
other storage means, or a combination of these locations.
Providing advertisements in a media guidance application is
discussed in greater detail in, for example, Knudson et al.,
U.S. Patent Application Publication No. 2003/0110499, filed
Jan. 17, 2003; Ward, 1l et al. U.S. Pat. No. 6,756,997, issued
Jun. 29, 2004; and Schein et al. U.S. Pat. No. 6,388,714,
issued May 14, 2002, which are hereby incorporated by ref-
erence herein in their entireties. It will be appreciated that
advertisements may be included in other media guidance
application display screens of the embodiments described
herein.

Options region 126 may allow the user to access different
types of content, media guidance application displays, and/or
media guidance application features. Options region 126 may
be part of display 100 (and other display screens described
herein), or may be invoked by a user by selecting an on-screen
option or pressing a dedicated or assignable button on a user
input device. The selectable options within options region
126 may concern features related to program listings in grid
102 or may include options available from a main menu
display. Features related to program listings may include
searching for other air times or ways of receiving a program,
recording a program, enabling series recording of a program,
setting program and/or channel as a favorite, purchasing a
program, or other features. As discussed below, the user may
also request to view an availability window associated with a
program, shift a program from its originally-scheduled trans-
mission time, swap the transmission times of programs, or
rearrange selected episodes into an original order, such as an
original broadcast or episode order. Options available from a
main menu display may include search options, VOD options,
parental control options, Internet options, cloud-based
options, device synchronization options, second screen
device options, options to access various types of media guid-
ance data displays, options to subscribe to a premium service,
options to edit a user’s profile, options to access a browse
overlay, or other options.

The media guidance application may be personalized
based onauser’s preferences. A personalized media guidance
application allows a user to customize displays and features to
create a personalized “experience” with the media guidance
application. This personalized experience may be created by
allowing a user to input these customizations and/or by the
media guidance application monitoring user activity to deter-
mine various user preferences. Users may access their per-
sonalized guidance application by logging in or otherwise
identifying themselves to the guidance application. Customi-
zation of the media guidance application may be made in
accordance with a user profile. The customizations may
include varying presentation schemes (e.g., color scheme of
displays, font size of text, etc.), aspects of content listings
displayed (e.g., only HDTV or only 3D programming, user-
specified broadcast channels based on favorite channel selec-
tions, re-ordering the display of channels, recommended con-
tent, etc.), desired recording features (e.g., recording or series
recordings for particular users, recording quality, etc.), paren-
tal control settings, customized presentation of Internet con-
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tent (e.g., presentation of social media content, e-mail, elec-
tronically delivered articles, etc.) and other desired
customizations. The customizations may also include defin-
ing a personalized program lineup by shifting selected media
assets from their originally-scheduled transmission time and/
or channel, as will be further discussed below.

The media guidance application may allow a user to pro-
vide user profile information or may automatically compile
user profile information. The media guidance application
may, for example, monitor the content the user accesses and/
or other interactions the user may have with the guidance
application. Additionally, the media guidance application
may obtain all or part of other user profiles that are related to
aparticular user (e.g., from other web sites on the Internet the
user accesses, such as www.allrovi.com, from other media
guidance applications the user accesses, from other interac-
tive applications the user accesses, from another user equip-
ment device ofthe user, etc.), and/or obtain information about
the user from other sources that the media guidance applica-
tion may access. As a result, a user can be provided with a
unified guidance application experience across the user’s dif-
ferent user equipment devices. This type of user experience is
described in greater detail below in connection with FIG. 4.
Additional personalized media guidance application features
are described in greater detail in Ellis et al.,

U.S. Patent Application Publication No. 2005/0251827,
filed Jul. 11, 2005, Boyer et al., U.S. Pat. No. 7,165,098,
issued Jan. 16, 2007, and Ellis et al., U.S. Patent Application
Publication No. 2002/0174430, filed Feb. 21, 2002, which are
hereby incorporated by reference herein in their entireties.

Another display arrangement for providing media guid-
ance is shown in FIG. 2. Video mosaic display 200 includes
selectable options 202 for content information organized
based on content type, genre, and/or other organization crite-
ria. In display 200, television listings option 204 is selected,
thus providing listings 206, 208, 210, and 212 as broadcast
program listings. In display 200 the listings may provide
graphical images including cover art, still images from the
content, video clip previews, live video from the content, or
other types of content that indicate to a user the content being
described by the media guidance data in the listing. Each of
the graphical listings may also be accompanied by text to
provide further information about the content associated with
the listing. For example, listing 208 may include more than
one portion, including media portion 214 and text portion
216. Media portion 214 and/or text portion 216 may be select-
able to view content in full-screen or to view information
related to the content displayed in media portion 214 (e.g., to
view listings for the channel that the video is displayed on).

The listings in display 200 are of different sizes (i.e., listing
206 is larger than listings 208, 210, and 212), but if desired, all
the listings may be the same size. Listings may be of different
sizes or graphically accentuated to indicate degrees of interest
to the user or to emphasize certain content, as desired by the
content provider or based on user preferences. Various sys-
tems and methods for graphically accentuating content list-
ings are discussed in, for example, Yates, U.S. Patent Appli-
cation Publication No. 2010/0153885, filed Dec. 29, 2005,
which is hereby incorporated by reference herein in its
entirety.

Users may access content and the media guidance applica-
tion (and its display screens described above and below) from
one or more of their user equipment devices. FIG. 3 shows a
generalized embodiment of illustrative user equipment
device 300. More specific implementations of user equipment
devices are discussed below in connection with FIG. 4. User
equipment device 300 may receive content and data via input/
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output (hereinafter “I/O”) path 302. I/O path 302 may provide
content (e.g., broadcast programming, on-demand program-
ming, Internet content, content available over a local area
network (LAN) or wide area network (WAN), and/or other
content) and data to control circuitry 304, which includes
processing circuitry 306 and storage 308. Control circuitry
304 may be used to send and receive commands, requests, and
other suitable data using 1/O path 302. I/O path 302 may
connect control circuitry 304 (and specifically processing
circuitry 306) to one or more communications paths (de-
scribed below). I/O functions may be provided by one or more
of'these communications paths, but are shown as a single path
in FIG. 3 to avoid overcomplicating the drawing.

Control circuitry 304 may be based on any suitable pro-
cessing circuitry such as processing circuitry 306. As referred
to herein, processing circuitry should be understood to mean
circuitry based on one or more microprocessors, microcon-
trollers, digital signal processors, programmable logic
devices, field-programmable gate arrays (FPGAs), applica-
tion-specific integrated circuits (ASICs), etc., and may
include a multi-core processor (e.g., dual-core, quad-core,
hexa-core, or any suitable number of cores) or supercom-
puter. In some embodiments, processing circuitry may be
distributed across multiple separate processors or processing
units, for example, multiple of the same type of processing
units (e.g., two Intel Core i7 processors) or multiple different
processors (e.g., an Intel Core i5 processor and an Intel Core
i7 processor). In some embodiments, control circuitry 304
executes instructions for a media guidance application stored
in memory (i.e., storage 308). Specifically, control circuitry
304 may be instructed by the media guidance application to
perform the functions discussed above and below. For
example, the media guidance application may provide
instructions to control circuitry 304 to generate the media
guidance displays. In some implementations, any action per-
formed by control circuitry 304 may be based on instructions
received from the media guidance application.

In client-server based embodiments, control circuitry 304
may include communications circuitry suitable for commu-
nicating with a guidance application server or other networks
or servers. The instructions for carrying out the above men-
tioned functionality may be stored on the guidance applica-
tion server. Communications circuitry may include a cable
modem, an integrated services digital network (ISDN)
modem, a digital subscriber line (DSL) modem, a telephone
modem, Ethernet card, or a wireless modem for communica-
tions with other equipment, or any other suitable communi-
cations circuitry. Such communications may involve the
Internet or any other suitable communications networks or
paths (which is described in more detail in connection with
FIG. 4). In addition, communications circuitry may include
circuitry that enables peer-to-peer communication of user
equipment devices, or communication of user equipment
devices in locations remote from each other (described in
more detail below).

Memory may be an electronic storage device provided as
storage 308 that is part of control circuitry 304. As referred to
herein, the phrase “electronic storage device” or “storage
device” should be understood to mean any device for storing
electronic data, computer software, or firmware, such as ran-
dom-access memory, read-only memory, hard drives, optical
drives, digital video disc (DVD) recorders, compact disc
(CD) recorders, BLU-RAY disc (BD) recorders, BLU-RAY
3D disc recorders, digital video recorders (DVR, sometimes
called a personal video recorder, or PVR), solid state devices,
quantum storage devices, gaming consoles, gaming media, or
any other suitable fixed or removable storage devices, and/or
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any combination of the same. Storage 308 may be used to
store various types of content described herein as well as
media guidance information, described above, and guidance
application data, described above. Nonvolatile memory may
also be used (e.g., to launch a boot-up routine and other
instructions). Cloud-based storage, described in relation to
FIG. 4, may be used to supplement storage 308 or instead of
storage 308.

Control circuitry 304 may include video generating cir-
cuitry and tuning circuitry, such as one or more analog tuners,
one or more MPEG-2 decoders or other digital decoding
circuitry, high-definition tuners, or any other suitable tuning
or video circuits or combinations of such circuits. Encoding
circuitry (e.g., for converting over-the-air, analog, or digital
signals to MPEG signals for storage) may also be provided.
Control circuitry 304 may also include scaler circuitry for
upconverting and downconverting content into the preferred
output format of the user equipment 300. Circuitry 304 may
also include digital-to-analog converter circuitry and analog-
to-digital converter circuitry for converting between digital
and analog signals. The tuning and encoding circuitry may be
used by the user equipment device to receive and to display, to
play, or to record content. The tuning and encoding circuitry
may also be used to receive guidance data. The circuitry
described herein, including for example, the tuning, video
generating, encoding, decoding, encrypting, decrypting,
scaler, and analog/digital circuitry, may be implemented
using software running on one or more general purpose or
specialized processors. Multiple tuners may be provided to
handle simultaneous tuning functions (e.g., watch and record
functions, picture-in-picture (PIP) functions, multiple-tuner
recording, etc.). If storage 308 is provided as a separate device
from user equipment 300, the tuning and encoding circuitry
(including multiple tuners) may be associated with storage
308.

A user may send instructions to control circuitry 304 using
user input interface 310. User input interface 310 may be any
suitable user interface, such as a remote control, mouse,
trackball, keypad, keyboard, touch screen, touchpad, stylus
input, joystick, voice recognition interface, or other user input
interfaces. Display 312 may be provided as a stand-alone
device or integrated with other elements of user equipment
device 300. Display 312 may be one or more of a monitor, a
television, a liquid crystal display (LCD) for a mobile device,
or any other suitable equipment for displaying visual images.
Insome embodiments, display 312 may be HDTV-capable. In
some embodiments, display 312 may be a 3D display, and the
interactive media guidance application and any suitable con-
tent may be displayed in 3D. A video card or graphics card
may generate the output to the display 312. The video card
may offer various functions such as accelerated rendering of
3D scenes and 2D graphics, MPEG-2/MPEG-4 decoding, TV
output, or the ability to connect multiple monitors. The video
card may be any processing circuitry described above in
relation to control circuitry 304. The video card may be inte-
grated with control circuitry 304. Speakers 314 may be pro-
vided as integrated with other elements of user equipment
device 300 or may be stand-alone units. The audio component
of videos and other content displayed on display 312 may be
played through speakers 314. In some embodiments, the
audio may be distributed to a receiver (not shown), which
processes and outputs the audio via speakers 314.

The guidance application may be implemented using any
suitable architecture. For example, it may be a stand-alone
application wholly implemented on user equipment device
300. In such an approach, instructions of the application are
stored locally, and data for use by the application is down-
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loaded on a periodic basis (e.g., from an out-of-band feed,
from an Internet resource, or using another suitable
approach). In some embodiments, the media guidance appli-
cation is a client-server based application. Data for use by a
thick or thin client implemented on user equipment device
300 is retrieved on-demand by issuing requests to a server
remote to the user equipment device 300. In one example of a
client-server based guidance application, control circuitry
304 runs a web browser that interprets web pages provided by
a remote server.

In some embodiments, the media guidance application is
downloaded and interpreted or otherwise run by an interpreter
or virtual machine (run by control circuitry 304). In some
embodiments, the guidance application may be encoded in
the ETV Binary Interchange Format (EBIF), received by
control circuitry 304 as part of a suitable feed, and interpreted
by auser agent running on control circuitry 304. For example,
the guidance application may be an EBIF application. In
some embodiments, the guidance application may be defined
by a series of JAVA-based files that are received and run by a
local virtual machine or other suitable middleware executed
by control circuitry 304. In some of such embodiments (e.g.,
those employing MPEG-2 or other digital media encoding
schemes), the guidance application may be, for example,
encoded and transmitted in an MPEG-2 object carousel with
the MPEG audio and video packets of a program.

User equipment device 300 of FIG. 3 can be implemented
in system 400 of FIG. 4 as user television equipment 402, user
computer equipment 404, wireless user communications
device 406, or any other type of user equipment suitable for
accessing content, such as a non-portable gaming machine.
For simplicity, these devices may be referred to herein col-
lectively as user equipment or user equipment devices, and
may be substantially similar to user equipment devices
described above. User equipment devices, on which a media
guidance application may be implemented, may functionas a
standalone device or may be part of a network of devices.
Various network configurations of devices may be imple-
mented and are discussed in more detail below.

A user equipment device utilizing at least some of the
system features described above in connection with FIG. 3
may not be classified solely as user television equipment 402,
user computer equipment 404, or a wireless user communi-
cations device 406. For example, user television equipment
402 may, like some user computer equipment 404, be Inter-
net-enabled allowing for access to Internet content, while
user computer equipment 404 may, like some television
equipment 402, include a tuner allowing for access to televi-
sion programming. The media guidance application may
have the same layout on various different types of user equip-
ment or may be tailored to the display capabilities of the user
equipment. For example, on user computer equipment 404,
the guidance application may be provided as a web site
accessed by a web browser. In another example, the guidance
application may be scaled down for wireless user communi-
cations devices 406.

In system 400, there is typically more than one of each type
of user equipment device but only one of each is shown in
FIG. 4 to avoid overcomplicating the drawing. In addition,
each user may utilize more than one type of user equipment
device and also more than one of each type of user equipment
device.

In some embodiments, a user equipment device (e.g., user
television equipment 402, user computer equipment 404,
wireless user communications device 406) may be referred to
as a “second screen device.” For example, a second screen
device may supplement content presented on a first user
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equipment device. The content presented on the second
screen device may be any suitable content that supplements
the content presented on the first device. In some embodi-
ments, the second screen device provides an interface for
adjusting settings and display preferences of the first device.
In some embodiments, the second screen device is configured
for interacting with other second screen devices or for inter-
acting with a social network. The second screen device can be
located in the same room as the first device, a different room
from the first device but in the same house or building, orin a
different building from the first device.

The user may also set various settings to maintain consis-
tent media guidance application settings across in-home
devices and remote devices. Settings include those described
herein, as well as channel and program favorites, program-
ming preferences that the guidance application utilizes to
make programming recommendations, display preferences,
and other desirable guidance settings. For example, if a user
sets a channel as a favorite on, for example, the web site
www.allrovi.com on their personal computer at their office,
the same channel would appear as a favorite on the user’s
in-home devices (e.g., user television equipment and user
computer equipment) as well as the user’s mobile devices, if
desired. Therefore, changes made on one user equipment
device can change the guidance experience on another user
equipment device, regardless of whether they are the same or
a different type of user equipment device. In addition, the
changes made may be based on settings input by a user, as
well as user activity monitored by the guidance application.

The user equipment devices may be coupled to communi-
cations network 414. Namely, user television equipment 402,
user computer equipment 404, and wireless user communi-
cations device 406 are coupled to communications network
414 via communications paths 408, 410, and 412, respec-
tively. Communications network 414 may be one or more
networks including the Internet, a mobile phone network,
mobile voice or data network (e.g., a 4G or LTE network),
cable network, public switched telephone network, or other
types of communications network or combinations of com-
munications networks. Paths 408, 410, and 412 may sepa-
rately or together include one or more communications paths,
such as, a satellite path, a fiber-optic path, a cable path, a path
that supports Internet communications (e.g., IPTV), free-
space connections (e.g., for broadcast or other wireless sig-
nals), or any other suitable wired or wireless communications
path or combination of such paths. Path 412 is drawn with
dotted lines to indicate that in the exemplary embodiment
shown in FIG. 4 it is a wireless path and paths 408 and 410 are
drawn as solid lines to indicate they are wired paths (although
these paths may be wireless paths, if desired). Communica-
tions with the user equipment devices may be provided by one
or more of these communications paths, but are shown as a
single path in FIG. 4 to avoid overcomplicating the drawing.

Although communications paths are not drawn between
user equipment devices, these devices may communicate
directly with each other via communication paths, such as
those described above in connection with paths 408, 410, and
412, as well other short-range point-to-point communication
paths, such as USB cables, IEEE 1394 cables, wireless paths
(e.g., Bluetooth, infrared, IEEE 802-11x, etc.), or other short-
range communication via wired or wireless paths. BLUE-
TOOTH is a certification mark owned by Bluetooth SIG,
INC. The user equipment devices may also communicate
with each other directly through an indirect path via commu-
nications network 414.

System 400 includes content source 416, media guidance
data source 418, and remote server 415 coupled to commu-
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nications network 414 via communication paths 420, 422,
and 417 respectively. Paths 420, 422, and 417 may include
any of the communication paths described above in connec-
tion with paths 408, 410, and 412. Communications with the
content source 416, media guidance data source 418, and
remote server 415 may be exchanged over one or more com-
munications paths, but are shown as a single path in FIG. 4 to
avoid overcomplicating the drawing. In addition, there may
be more than one of each of content source 416, media guid-
ance data source 418, and remote server 415, but only one of
each is shown in FIG. 4 to avoid overcomplicating the draw-
ing. (The different types of each of these sources are dis-
cussed below.) If desired, content source 416 and media guid-
ance data source 418 may be integrated as one source device.
Although communications between sources 416, 418, and
415 with user equipment devices 402, 404, and 406 are shown
as through communications network 414, in some embodi-
ments, sources 416, 418, and 415 may communicate directly
with user equipment devices 402, 404, and 406 via commu-
nication paths (not shown) such as those described above in
connection with paths 408, 410, and 412.

Content source 416 may include one or more types of
content distribution equipment including a television distri-
bution facility, cable system headend, satellite distribution
facility, programming sources (e.g., television broadcasters,
such as NBC, ABC, HBO, etc.), intermediate distribution
facilities and/or servers, Internet providers, on-demand
media servers, and other content providers. NBC is a trade-
mark owned by the National Broadcasting Company, Inc.,
ABC is a trademark owned by the ABC, INC., and HBO is a
trademark owned by the Home Box Office, Inc. Content
source 416 may be the originator of content (e.g., a television
broadcaster, a Webcast provider, etc.) or may not be the origi-
nator of content (e.g., an on-demand content provider, an
Internet provider of content of broadcast programs for down-
loading, etc.). Content source 416 may include cable sources,
satellite providers, on-demand providers, Internet providers,
over-the-top content providers, or other providers of content.
Content source 416 may also include a remote media server
used to store different types of content (including video con-
tent selected by a user), in a location remote from any of the
user equipment devices. Systems and methods for remote
storage of content, and providing remotely stored content to
user equipment are discussed in greater detail in connection
with Ellis et al., U.S. Pat. No. 7,761,892, issued Jul. 20, 2010,
which is hereby incorporated by reference herein in its
entirety.

Media guidance data source 418 may provide media guid-
ance data, such as the media guidance data described above.
Media guidance application data may be provided to the user
equipment devices using any suitable approach. In some
embodiments, the guidance application may be a stand-alone
interactive television program guide that receives program
guidance data via a data feed (e.g., a continuous feed or trickle
feed). Program schedule data and other guidance data may be
provided to the user equipment on a television channel side-
band, using an in-band digital signal, using an out-of-band
digital signal, or by any other suitable data transmission tech-
nique. Program schedule data and other media guidance data
may be provided to user equipment on multiple analog or
digital television channels.

In some embodiments, guidance data from media guidance
data source 418 may be provided to users’ equipment using a
client-server approach. For example, a user equipment device
may pull media guidance data from a server, or a server may
push media guidance data to auser equipment device. Insome
embodiments, a guidance application client residing on the
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user’s equipment may initiate sessions with source 418 to
obtain guidance data when needed, e.g., when the guidance
data is out of date or when the user equipment device receives
a request from the user to receive data. Media guidance may
be provided to the user equipment with any suitable fre-
quency (e.g., continuously, daily, a user-specified period of
time, a system-specified period of time, in response to a
request from user equipment, etc.). Media guidance data
source 418 may provide user equipment devices 402, 404,
and 406 the media guidance application itself or software
updates for the media guidance application.

Media guidance applications may be, for example, stand-
alone applications implemented on user equipment devices.
For example, the media guidance application may be imple-
mented as software or a set of executable instructions which
may be stored in storage 308, and executed by control cir-
cuitry 304 of a user equipment device 300. In some embodi-
ments, media guidance applications may be client-server
applications where only a client application resides on the
user equipment device, and server application resides on a
remote server. For example, media guidance applications
may be implemented partially as a client application on con-
trol circuitry 304 of user equipment device 300 and partially
on a remote server as a server application (e.g., media guid-
ance data source 418) running on control circuitry of the
remote server. When executed by control circuitry of the
remote server (such as media guidance data source 418), the
media guidance application may instruct control circuitry to
generate the guidance application displays and transmit the
generated displays to the user equipment devices. The server
application may instruct control circuitry of the media guid-
ance data source 418 to transmit data for storage on the user
equipment. The client application may instruct control cir-
cuitry of the receiving user equipment to generate the guid-
ance application displays.

Content and/or media guidance data delivered to user
equipment devices 402, 404, and 406 may be over-the-top
(OTT) content. OTT content delivery allows Internet-enabled
user devices, including any user equipment device described
above, to receive content that is transferred over the Internet,
including any content described above, in addition to content
received over cable or satellite connections. OTT content is
delivered via an Internet connection provided by an Internet
service provider (ISP), but a third party distributes the con-
tent. The ISP may not be responsible for the viewing abilities,
copyrights, or redistribution of the content, and may only
transfer IP packets provided by the OTT content provider.
Examples of OTT content providers include YOUTUBE,
NETFLIX, and HULU, which provide audio and video via IP
packets. Youtube is a trademark owned by Google Inc., Net-
flix is a trademark owned by Netflix Inc., and Hulu is a
trademark owned by Hulu, LL.C. OTT content providers may
additionally or alternatively provide media guidance data
described above. In addition to content and/or media guid-
ance data, providers of OTT content can distribute media
guidance applications (e.g., web-based applications or cloud-
based applications), or the content can be displayed by media
guidance applications stored on the user equipment device.

Media guidance system 400 is intended to illustrate a num-
ber of approaches, or network configurations, by which user
equipment devices and sources of content and guidance data
may communicate with each other for the purpose of access-
ing content and providing media guidance. The embodiments
described herein may be applied in any one or a subset of
these approaches, or in a system employing other approaches
for delivering content and providing media guidance. The
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following four approaches provide specific illustrations of the
generalized example of FIG. 4.

In one approach, user equipment devices may communi-
cate with each other within a home network. User equipment
devices can communicate with each other directly via short-
range point-to-point communication schemes described
above, via indirect paths through a hub or other similar device
provided on a home network, or via communications network
414. Each of the multiple individuals in a single home may
operate different user equipment devices on the home net-
work. As a result, it may be desirable for various media
guidance information or settings to be communicated
between the different user equipment devices. For example, it
may be desirable for users to maintain consistent media guid-
ance application settings on different user equipment devices
within a home network, as described in greater detail in Ellis
et al., U.S. patent application Ser. No. 11/179,410, filed Jul.
11, 2005. Different types of user equipment devices ina home
network may also communicate with each other to transmit
content. For example, a user may transmit content from user
computer equipment to a portable video player or portable
music player.

In a second approach, users may have multiple types of
user equipment by which they access content and obtain
media guidance. For example, some users may have home
networks that are accessed by in-home and mobile devices.
Users may control in-home devices via a media guidance
application implemented on a remote device. For example,
users may access an online media guidance application on a
website via a personal computer at their office, or a mobile
device such as a PDA or web-enabled mobile telephone. The
user may set various settings (e.g., recordings, reminders, or
other settings) on the online guidance application to control
the user’s in-home equipment. The online guide may control
the user’s equipment directly, or by communicating with a
media guidance application on the user’s in-home equipment.
Various systems and methods for user equipment devices
communicating, where the user equipment devices are in
locations remote from each other, is discussed in, for
example, Ellis et al., U.S. Pat. No. 8,046,801, issued Oct. 25,
2011, which is hereby incorporated by reference herein in its
entirety.

In a third approach, users of user equipment devices inside
and outside a home can use their media guidance application
to communicate directly with content source 416 to access
content. Specifically, within a home, users of user television
equipment 402 and user computer equipment 404 may access
the media guidance application to navigate among and locate
desirable content. Users may also access the media guidance
application outside of the home using wireless user commu-
nications devices 406 to navigate among and locate desirable
content.

In a fourth approach, user equipment devices may operate
in a cloud computing environment to access cloud services. In
a cloud computing environment, various types of computing
services for content sharing, storage or distribution (e.g.,
video sharing sites or social networking sites) are provided by
a collection of network-accessible computing and storage
resources, referred to as “the cloud.” For example, the cloud
can include a collection of server computing devices, which
may be located centrally or at distributed locations, that pro-
vide cloud-based services to various types of users and
devices connected via a network such as the Internet via
communications network 414. These cloud resources may
include one or more content sources 416, one or more media
guidance data sources 418, and one or more remote servers
415. In addition or in the alternative, the remote computing
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sites may include other user equipment devices, such as user
television equipment 402, user computer equipment 404, and
wireless user communications device 406. For example, the
other user equipment devices may provide access to a stored
copy of a video or a streamed video. In such embodiments,
user equipment devices may operate in a peer-to-peer manner
without communicating with a central server such as remote
server 415.

The cloud provides access to services, such as content
storage, content sharing, or social networking services,
among other examples, as well as access to any content
described above, for user equipment devices. Services can be
provided in the cloud through cloud computing service pro-
viders, or through other providers of online services. For
example, the cloud-based services can include a content stor-
age service, a content sharing site, a social networking site, or
other services via which user-sourced content is distributed
for viewing by others on connected devices. These cloud-
based services may allow a user equipment device to store
content to the cloud and to receive content from the cloud
rather than storing content locally and accessing locally-
stored content. In addition, a user may store a personalized
program lineup on the cloud, such as at remote server 415,
and access the personalized program lineup from any one of
the user equipment devices 402, 404, or 406.

A user may use various content capture devices, such as
camcorders, digital cameras with video mode, audio record-
ers, mobile phones, and handheld computing devices, to
record content. The user can upload content to a content
storage service on the cloud either directly, for example, from
user computer equipment 404 or wireless user communica-
tions device 406 having content capture feature. Alterna-
tively, the user can first transfer the content to a user equip-
ment device, such as user computer equipment 404. The user
equipment device storing the content uploads the content to
the cloud using a data transmission service on communica-
tions network 414. In some embodiments, the user equipment
device itself is a cloud resource, and other user equipment
devices can access the content directly from the user equip-
ment device on which the user stored the content.

Cloud resources may be accessed by a user equipment
device using, for example, a web browser, a media guidance
application, a desktop application, a mobile application, and/
or any combination of access applications or the same. The
user equipment device may be a cloud client that relies on
cloud computing for application delivery, or the user equip-
ment device may have some functionality without access to
cloud resources. For example, some applications running on
the user equipment device may be cloud applications, i.e.,
applications delivered as a service over the Internet, while
other applications may be stored and run on the user equip-
ment device. In some embodiments, a user device may
receive content from multiple cloud resources simulta-
neously. For example, a user device can stream audio from
one cloud resource while downloading content from a second
cloud resource. Or, a user device can download content from
multiple cloud resources for more efficient downloading. In
some embodiments, user equipment devices can use cloud
resources for processing operations such as the processing
operations performed by processing circuitry described in
relation to FIG. 3.

In some embodiments, media guidance system 400 may
allow the user to create a customized program lineup. As used
herein, “customized program lineup” and “personalized pro-
gram lineup” refer to a sequence of media assets that has been
modified from the originally-scheduled sequence of media
assets. One or more media content sources 416 may transmit
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a plurality of media assets in a first sequence according to
scheduled transmission times. A user equipment device, such
as user television equipment 402, user computer equipment
404, or wireless user device 406, may receive program guid-
ance data associated with each of the plurality of media assets
from media guidance data source 418. Based on the program
guidance data, control circuitry 304 may generate a program
guide screen on display 312 which presents the plurality of
media assets in the first sequence according to their scheduled
transmission times, as discussed above in relation to FIGS. 1
and 2.

The program guidance data received from media guidance
data source 418 may include information on the availability
window associated with each of the plurality of media assets.
In alternate embodiments, data indicating the availability
windows may be received separately from the program guid-
ance data, for example from media content source 416 or
remote server 415.

The availability window associated with a media asset
indicates a combination of time intervals and/or content
sources over which the media asset may be accessed. For
example, the availability window may be a single continuous
interval of time on one content source, or several disjointed
intervals of time distributed across many content sources. In
some embodiments, the availability window may extend prior
to the originally-scheduled transmission time associated with
the media asset, allowing a user to request early access to the
media asset. This may be possible for reruns of programs
where, for example, a digital copy is available for streaming
from media content source 416 or remote server 415. How-
ever, for live broadcasts or first showings of media assets, the
media asset may be unavailable earlier than the originally
scheduled transmission time. The availability window may
also extend past the originally-scheduled transmission time
of'the media asset, allowing a user to delay transmission to a
more convenient time. The media guidance data source 418
and/or user equipment 300 may store past program guidance
data for a set amount of time, allowing a user to view past
program listings and possibly shift missed programs to a
future time for viewing.

The availability window may also denote a single content
source or a predetermined set of content sources over which a
media asset may be accessed. For convenience, the content
sources may be referred to in the examples depicted herein as
broadcast channels, but the content sources may also be non-
broadcast-based content sources, such as an Internet server,
VOD server, a content service provider, or other remote serv-
ers. In some embodiments, the availability window for a
media asset may only allow the media asset to be shifted
within a single content source. This may be desirable to a
content provider, for example, to keep a program from being
shifted to a competitor’s channel. For similar reasons, the
availability window may restrict an asset to a predetermined
set of content sources. For example, a program which is
scheduled to broadcast on ABC may be restricted to other
channels associated with the American Broadcasting Com-
pany, such as ABC Family.

Users may navigate on the program guide screen, such as
the display screens illustrated in FIGS. 1 and 2, using user
input interface 310. The user may select a media asset, for
example, by highlighting the asset using highlight indicator
110 and pressing a “select” or equivalent key on user input
interface 310. Upon highlighting or selecting a media asset,
control circuitry 304 may present the user with the availabil-
ity window associated with the media asset, either through a
separate availability window information screen as discussed
below in relation to FIGS. 5-7 or by highlighting a region
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directly on grid 102 corresponding to the availability window,
as discussed below in relation to FIG. 8.

Control circuitry 304 may receive a user request to shift a
selected media asset to an alternate time and/or content
source. In some embodiments, the user request may be a
selection of an alternate time on grid 102 using highlight
region 110. In other embodiments, the user may be presented
with an option in options region 126 to input a time and
content source to access the selected media asset. The speci-
fied time may occur on any suitable increment of time, such as
a half-hour, hour, or other user-defined increment of time. For
example, specifying times in half-hour increments may allow
the user to easily swap programs and rearrange originally
scheduled programming. Alternatively, the user may define a
custom start time for a media asset such that it overlaps two or
more scheduled media assets.

Upon receiving the user request, control circuitry 304
determines whether the requested time and content source
falls within the availability window of the selected media
asset. [f the requested time or content source does not fall with
the availability window, control circuitry 304 may optionally
generate a notification to the user that the request cannot be
processed. If the requested time and content source falls
within the availability window, control circuitry 304 may
determine whether the user has the necessary permissions to
make the shift. For example, media content source 416 may
charge a fee for providing the ability to create customized
program lineups. In some cases, the shifting of a media asset
from its originally-scheduled transmission time/content
source may be associated with a one-time fee. Control cir-
cuitry 304 may prompt the user for payment at any suitable
time, such as at the time a customized program lineup is
created, at the time a user-requested media asset is delivered,
or after a user-requested media asset is delivered. In alternate
embodiments, the user may purchase a subscription which
allows either a limited or an unlimited number of shifts within
apredetermined set of content sources. For example, the user
may subscribe to ABC’s premium service, allowing the user
to shift media assets across any of the channels associated
with the American Broadcasting Company.

In some embodiments, control circuitry 304 may transmit
the request to media content source 416 to determine whether
the user has permission to shift the media asset. Media con-
tent source 416 may determine the user’s subscription status
and whether payment has been made or will be billed to the
user in the future. Once the user’s subscription status or
payment information is verified, media content source 416
may transmit permissions data to user equipment 300 con-
firming that the user may make the requested shift. In some
embodiments, the permissions data may be included in the
user profile stored at the user equipment, remote server 415,
media content source 416, or a combination of the above.

In some embodiments, the permissions data may include a
list of one or more remote servers 415 that may provide the
requested media asset at the requested time. For example,
remote server 415 may comprise an Internet source which
may stream the requested media asset to user equipment 300.
In some embodiments, the permissions data may also include
access rights to the list of remote servers 415. For example,
the permissions data may include an access key which allows
control circuitry 304 to access media content from remote
server 415, whereas the media content might otherwise not be
available to users without the access key.

Once control circuitry 304 has verified that the user has the
necessary permissions to make the shift, control circuitry 304
may update the program guide screen with the selected media
asset at the requested time and content source. In some
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embodiments, the program guide screen is updated only for
the user who requested the personalized program lineup. The
program guide screen for other users in the distribution net-
work may still display the original media assets at their regu-
larly scheduled transmission times.

In some embodiments, the selected media asset may
replace the originally-scheduled media asset at the requested
time such that the originally-scheduled media asset is “over-
written.” In alternate embodiments, control circuitry 304 may
swap the transmission times of the selected media asset and
the originally-scheduled media asset. In such embodiments,
control circuitry 304 may receive a user selection of a first
media asset and a second media asset. Control circuitry 304
may determine whether the scheduled transmission time and
content source associated with the second media asset falls
within the availability window of the first media asset. If the
scheduled transmission time and content source of the second
media asset does not fall within the availability window of the
first media asset, the processing device may generate a noti-
fication to the user that the request cannot be processed. If the
scheduled transmission time and content source of the second
media asset falls within the availability window of the first
media asset, control circuitry 304 may update the program
guide screen with the first media asset at the transmission time
and content source of the second media asset. If the transmis-
sion time and content source of the first media asset also falls
within the availability window associated with the second
media asset, control circuitry 304 may further update the
program guide screen with the second media asset at the
transmission time and content source of the first media asset.
In some embodiments, the program guide screen is updated
only for the user who requested the personalized program
lineup. The program guide screen for other users may display
the original media assets at their regularly scheduled trans-
mission times.

In some embodiments, control circuitry 304 may, in
response to a user request to shift a media asset, rearrange the
media assets that are affected by the user request. For
example, control circuitry 304 may automatically shift the
affected media assets forward or backward such that the
requested media asset is “inserted” into the program lineup
without a loss of programming. Furthermore, the processing
device may determine whether related media assets should be
rearranged into an original order, such as an original broad-
cast order or episode order. For example, if a later episode of
a series is moved before an earlier episode of the same series,
the processing device may query the user to rearrange the
episodes in their original broadcast or episode order. Related
media assets may be identified in any suitable manner. For
example, related media assets may be identified by compar-
ing program guidance data and matching program titles,
series titles, episode numbers, or series 1Ds.

In some embodiments, media content source 416 or remote
server 415 may provide media assets that may not be associ-
ated with a particular transmission time, such as VOD or
Internet-delivered video. These media assets may be specifi-
cally designed to be streamed or otherwise available on
demand at a user-requested time. Such assets may be inte-
grated into the personalized program lineup along with
scheduled media assets. In particular, these “on-demand”
assets may be associated with availability windows which
allow access at any time and on any content source.

Control circuitry 304 may store the personalized program
lineup onto any suitable electronic storage device. The elec-
tronic storage device may reside within user equipment
device 300, such as storage device 308, ata remote server 415,
or a combination of the two. In embodiments where the
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personalized program lineup is stored at a remote server, the
personalized program lineup may be synchronized across
multiple user equipment devices using the cloud-based ser-
vices as described above. For example, a user may construct
a personalized program lineup on a first user equipment
device, such as a mobile phone 406, store the personalized
program lineup at a remote server 415, and access the pro-
gram lineup on a second user equipment device, such as user
television equipment 402. The various user equipment
devices may be associated with any suitable interactive appli-
cation for allowing the user to define a personalized program
lineup, such as an interactive guidance application running on
a set-top-box, a web browser accessed from a personal com-
puter, a mobile application running on a mobile phone, or any
other suitable user interface as will be appreciated by one
skilled in the art.

In some embodiments, media guidance system 400 may
deliver content according to a personalized program lineup to
any one of user television equipment 402, user computer
equipment 404, or wireless user communications device 406.
Control circuitry 304 may receive a request to access media
content source 416 and subsequently retrieve a personalized
program lineup which has been stored on electronic storage
device 308 or on a similar storage device at remote server 415.
Based on the personalized program lineup, control circuitry
304 may determine, at the time of the request, whether the
user has requested a different media asset than the originally
scheduled media asset to be transmitted by media content
source 416. If the user has not requested a different media
asset, then control circuitry 304 may receive and playback the
originally scheduled transmission from media content source
416. If the user has requested a different media asset, then
control circuitry 304 may automatically receive the different
media asset and provide it to the user instead of the originally-
scheduled media asset. In some embodiments, control cir-
cuitry 304 may transmit a request to media content source 416
and receive the media asset directly from media content
source 416 at the requested time. In other embodiments,
media content source 416 may access an external server, such
as remote server 415, to provide the media asset at the
requested time. For example, remote server 415 may be a
VOD server associated with media content source 416
capable of providing the different media asset on-demand at
the requested time. In yet other embodiments, control cir-
cuitry 304 may receive the media asset directly from remote
server 415. For example, remote server 415 may be a third-
party Internet streaming server, such as those provided by
YouTube, Netflix, or Hulu. In these embodiments, control
circuitry 304 may need to access certain access rights for
remote server 415, such as an access key, access code, or
password provided by media content source 416.

In some embodiments, the request to access the content
source may come in the middle of a media asset to be received
according to the personalized program lineup. For example,
the user may request an episode of “Modern Family” to air on
ABC at 7 pm, but not tune to ABC until 7:15, halfway through
the episode. In such embodiments, control circuitry 304 may
access the personalized program lineup and determine the
first media asset scheduled to be broadcast prior to the current
time. If the media asset to be broadcast at the current time is
auser-requested media asset, control circuitry 304 may trans-
mit a request to media content source 416 or remote server
415 to provide the user-requested media asset starting at an
intermediate point corresponding to the current time. In the
example provided above, media content source 416 or remote
server 415 would provide the episode of “Modern Family”
starting 15 minutes into the episode.
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After playback of the user-requested media asset com-
pletes, control circuitry 304 may access the personalized pro-
gram lineup and automatically determine the next media asset
scheduled to be received according to the personalized pro-
gram lineup. If the next media asset to be received is a user-
requested media asset, control circuitry 304 may automati-
cally transmit a request to media content source 416 or remote
server 415 to provide the different media asset and subse-
quently receive and playback the different media asset. In
some embodiments, control circuitry 304 transmits the
request prior to the completion of the previous media asset
and buffers the next media asset in storage 308 in anticipation
of playback. In this manner, media assets are automatically
delivered to user equipment 300 according to the personal-
ized program lineup without further user input, providing a
seamless integration of requested assets at user-specified
times and originally-scheduled media assets. At the same
time, other users in the media distribution network, such as
system 400, may continue to receive the media assets from the
content source at their originally-scheduled times. In some
embodiments, these other users may also define customized
program lineups, allowing each user in media distribution
network 400 to have a different program lineup and receive
the media assets at times which are most convenient for them.

FIG. 5 shows an illustrative display screen 500 presenting
anavailability window associated with a media asset in accor-
dance with some embodiments of the present disclosure. In
this example, availability window information screen 530 is
generated by control circuitry 304 as an overlay above an
interactive media guidance application screen similar to the
display screen shown in FI1G. 1. In alternate embodiments, the
availability window information screen 530 may also be over-
laid over other interactive media guidance application
screens, such as the one shown in FIG. 2, or over a media asset
that is currently being viewed by the user. In still other
embodiments, the availability window information screen
530 may be a separate full-screen display.

Similar to FIG. 1, display screen 500 consists of a program
information region 512, a video region 522, a grid 502, and
options region 526. Grid 502 may include rows indicating
different channels or content sources and columns indicating
a time block of programming. The time blocks may be given
in any suitable time interval, such as half-hour increments.
Each cell in the grid 502 may comprise a program listing,
which provides the title of the program provided on the asso-
ciated content source and time. The program listing may also
include additional information, either within the cell or in
program information region 512. The user may be able to
scroll the grid 502 to see future or past listings using user
input interface 310, either by moving highlight region 510 or
by selecting a dedicated scroll indicator, such as indicator
520. Electronic storage 308 may store past media guidance
information for a set period of time, and a user request to
scroll beyond this period of time may result in the user equip-
ment 300 transmitting a request to media guidance data
source 418 and receiving further media guidance information
for the requested period of time.

Information related to the program listing highlighted by
highlight region 510 may be provided in program information
region 512. Region 512 may include, for example, the pro-
gram title, the program description, the time the program is
provided, the channel or content source the program is on, the
program’s rating, a series name, or an episode number. The
region 512 may also include a brief description of the avail-
ability window of the highlighted media asset, such as a time
interval and set of content sources over which the asset may
be received.
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Video region 522 may allow the user to view and/or pre-
view programs that are currently available, will be available,
or were available to the user. The content of video region 522
may correspond to, or be independent from, one of the listings
displayed in grid 502. For example, the video region 522 may
provide a live feed, a preview, or an advertisement associated
with the program listing which is currently highlighted by
highlight region 510. The video and audio of the content may
continue even when the availability window information
screen 530 is overlaid on display 500 to provide an uninter-
rupted experience to the user. In embodiments where the
availability window information screen is a full-screen dis-
play, the audio of the content in video region 522 may con-
tinue.

Options region 526 may be part of the display 500, or may
be invoked by the user by selecting an on-screen option or
pressing a dedicated or assignable button on user input inter-
face 310. For example, the user may be allowed to select a
program listing by highlighting a listing with highlight region
510 and pressing an “enter”, “select”, or another dedicated or
assignable key on the user input interface 310. Selecting a
listing may highlight the listing in a different shade, color, or
otherwise visually distinguish the listing from unselected
listings. In response to a user highlighting or selecting a
listing, control circuitry 304 may generate options in options
region 526 concerning the highlighted or selected listing,
including viewing additional program information, searching
for other transmission times or ways of receiving the pro-
gram, searching for related programs, setting a program and/
or channel as a favorite, purchasing a program, invoking
availability window information screen 530, shifting a pro-
gram from its originally-scheduled transmission time and/or
content source, or swapping the transmission times and con-
tent sources of two programs. In some embodiments, the user
may be able to select multiple listings, either by manually
selecting individual listings or by selecting a range of listings
between two selected listings. In response to the user select-
ing multiple listings, control circuitry 304 may generate addi-
tional options in options region 526 concerning the selected
listings. For instance, if the selected listings include listings
associated with related media assets, such as episodes of the
same series, the options region 526 may include an option to
rearrange the episodes into broadcast or series order.

Availability window information screen 530 may be gen-
erated by control circuitry 304 in response to a user request to
view an availability window associated with a media asset. In
some embodiments, control circuitry 304 may detect a user
highlighting or selecting a listing in grid 520 and in response,
display availability window information screen 530. In other
embodiments, the user may invoke availability window infor-
mation screen 530 by highlighting a listing with highlight
region 510 and pressing a dedicated or assignable button on
user input interface 310. Control circuitry 304 may also gen-
erate the availability window information screen 530 while
the user is currently watching a media asset. In other embodi-
ments, the user may invoke availability window information
screen 530 by selecting an option in options region 526. In yet
other embodiments, the availability window information
screen 530 may be automatically invoked without an explicit
user request. For example, control circuitry 304 may detect a
missed favorite program, a missed reminder, or other detect-
able event and in response, prompt the user with availability
window information screen 530.

Availability window information screen 530 may include a
program information region 532, an available time indicator
534, a time selector 535, a confirmation button 536, and a
cancel button 538. Program information region 532 may pro-
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vide similar information as program information region 512,
such as title, series name, episode name, originally-scheduled
transmission time, original channel or content source, paren-
tal rating, and popularity rating. In some embodiments,
region 532 may additionally provide more detailed informa-
tion, such as program descriptions, episode summaries, and
reviews. In the example depicted in FIG. 5, the user has
selected episode number 314 of the series “Modern Family”
which has an originally-scheduled transmission time of 7 pm.

The available time indicator 534 may indicate the interval
or intervals of time during which the media asset may be
accessed, as defined by the availability window. As discussed
above, data regarding the availability window may be
received by control circuitry 304 either together with media
guidance data from media guidance data source 418, or sepa-
rately from the media guidance data from media guidance
data source 418 or remote server 415. The available time
indicator 534 may display the available times in any suitable
manner and in any suitable increments, including as a time-
line, a range of values, selectable buttons, slide bar, or other
interactive graphical element as will be appreciated by one
skilled in the art. Furthermore, the available time indicator
534 may show interactive graphical elements corresponding
only to the available times as defined by the availability
window of the media asset. Alternatively, the time indicator
534 may display interactive graphical elements for all time
slots, with elements corresponding to unavailable times
shaded in grey or otherwise distinguished from available
times.

In the example depicted in FIG. 5, the available time indi-
cator 534 is displayed as a scroll bar with thirty minute incre-
ments. Time selector 535 is an interactive graphical element
which highlights the currently selected time and may be
moved by the user with user input interface 310. When the
availability window information screen 530 is first invoked,
control circuitry 304 may initially highlight the originally-
scheduled transmission time of the media asset as the default
time using the time selector 535, as shown in FIG. 5. Alter-
natively, control circuitry 304 may also highlight the current
time, or any other user-specified time, as the default time
regardless of the originally-scheduled transmission time of
the media asset. The time selector 535 may move in discrete
time intervals, such as in thirty minute intervals, or may move
in a continuous manner, allowing the user to specify a custom
start time.

Once the user has selected a desired transmission time
using time selector 535, the user may confirm his choice using
the confirmation button 536 or cancel his choice using cancel
button 538. Control circuitry 304 may subsequently deter-
mine whether a confirmed choice indicates a requested time
which is within the availability window of the media asset. If
the requested time is within the availability window, control
circuitry 304 may update the grid 502 to reflect the media
asset at the requested time. In some embodiments, the grid
500 is updated only for the user who requested the personal-
ized program lineup. The program guide screen for other
users in the distribution network may display the original
media assets at their regularly scheduled transmission times.

FIG. 6 shows another illustrative display screen 600 pre-
senting an availability window associated with a media asset
in accordance with some embodiments of the present disclo-
sure. In this example, availability window information screen
630 is generated by control circuitry 304 as an overlay above
an interactive media guidance application screen similar to
the display screen shown in FIG. 1. In alternate embodiments,
the availability window information screen 630 may also be
overlaid over other interactive media guidance application
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screens, such as the one shown in FIG. 2, or over a media asset
that is currently being viewed by the user. In still other
embodiments, the availability window information screen
630 may be a separate full-screen display.

Similar to FIG. 1, display screen 600 consists of a program
information region 612, a video region 622, a grid 602, and
options region 626. Grid 602 may include rows indicating
different channels or content sources and columns indicating
a time block of programming. The time blocks may be given
in any suitable time interval, such as half-hour increments.
Each cell in the grid 602 may comprise a program listing,
which provides the title of the program provided on the asso-
ciated content source and time. The program listing may also
include additional information, either within the cell or in
program information region 612. The user may be able to
scroll the grid 602 to see future or past listings using user
input interface 310, either by moving highlight region 610 or
by selecting a dedicated scroll indicator, such as indicator
620. Flectronic storage 308 may store past media guidance
information for a set period of time, and a user request to
scroll beyond this period of time may result in the user equip-
ment 300 transmitting a request to media guidance data
source 418 and receiving further media guidance information
for the requested period of time.

Information related to the program listing highlighted by
highlight region 610 may be provided in program information
region 612. Region 612 may include, for example, the pro-
gram title, the program description, the time the program is
provided, the channel or content source the program is on, the
program’s rating, a series name, or an episode number. The
region 612 may also include a brief description of the avail-
ability window of the highlighted media asset, such as a time
interval and set of content sources over which the asset may
be received.

Video region 622 may allow the user to view and/or pre-
view programs that are currently available, will be available,
or were available to the user. The content of video region 622
may correspond to, or be independent from, one of the listings
displayed in grid 602. For example, the video region 622 may
provide a live feed, a preview, or an advertisement associated
with the program listing which is currently highlighted by
highlight region 610. The video and audio of the content may
continue even when the availability window information
screen 630 is overlaid on display 600 to provide an uninter-
rupted experience to the user. In embodiments where the
availability window information screen 630 is a full-screen
display, the audio of the content in video region 622 may
continue.

Options region 626 may be part of the display 600, or may
be invoked by the user by selecting an on-screen option or
pressing a dedicated or assignable button on user input inter-
face 310. For example, the user may be allowed to select a
program listing by highlighting a listing with highlight region
610 and pressing an “enter”, “select”, or another dedicated or
assignable key on the user input interface 310. Selecting a
listing may highlight the listing in a different shade, color, or
otherwise visually distinguish the listing from unselected
listings. In response to a user highlighting or selecting a
listing, control circuitry 304 may generate options in options
region 626 concerning the highlighted or selected listing,
including viewing additional program information, searching
for other transmission times or ways of receiving the pro-
gram, searching for related programs, setting a program and/
or channel as a favorite, purchasing a program, invoking
availability window information screen 630, shifting a pro-
gram from its originally-scheduled transmission time and/or
content source, or swapping the transmission times and con-
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tent sources of two programs. In some embodiments, the user
may be able to select multiple listings, either by manually
selecting individual listings or by selecting a range of listings
between two selected listings. In response to the user select-
ing multiple listings, control circuitry 304 may generate addi-
tional options in options region 626 concerning the selected
listings. For instance, if the selected listings include listings
associated with related media assets, such as episodes of the
same series, the options region 626 may include an option to
rearrange the episodes into broadcast or series order.

Availability window information screen 630 may be gen-
erated by control circuitry 304 in response to a user request to
view an availability window associated with a media asset. In
some embodiments, control circuitry 304 may detect a user
highlighting or selecting a listing in grid 620 and in response,
display availability window information screen 630. In other
embodiments, the user may invoke availability window infor-
mation screen 630 by highlighting a listing with highlight
region 610 and pressing a dedicated or assignable button on
user input interface 310. Control circuitry 304 may also gen-
erate the availability window information screen 630 while
the user is currently watching a media asset. In other embodi-
ments, the user may invoke availability window information
screen 630 by selecting an option in options region 626. In yet
other embodiments, the availability window information
screen 630 may be automatically invoked without an explicit
user request. For example, control circuitry 304 may detect a
missed favorite program, a missed reminder, or other detect-
able event and in response, prompt the user with availability
window information screen 630.

Availability window information screen 630 may include a
program information region 632, a subscription indicator
634, an available content source indicator 636, a content
source selector 637, an available time indicator 638, a time
selector 639, a confirmation button 640, and a cancel button
642. Program information region 632 may provide similar
information as program information region 612, such as title,
series name, episode name, originally-scheduled transmis-
sion time, original channel or content source, parental rating,
and popularity rating. In some embodiments, region 632 may
additionally provide more detailed information, such as pro-
gram descriptions, episode summaries, and reviews. In the
example depicted in FIG. 6, the user has selected episode
number 314 of the series “Modern Family” which has an
originally-scheduled transmission time of 7 pm.

The subscription indicator 634 may indicate a current sub-
scription associated with the user. Control circuitry 304 may
retrieve subscription information from a user profile stored in
storage 308, at remote server 415, or a combination of the
two. In some embodiments, control circuitry 304 may query
the media content source 416 or remote server 415 to provide
subscription information associated with the user. The sub-
scription information may include permissions and fees asso-
ciated with shifting media assets within a predetermined set
of channels or content sources. In the example depicted in
FIG. 6, the user has subscribed to a premium account associ-
ated with ABC, thus allowing the user to shift media assets to
any channel associated with the American Broadcasting
Company.

The available content source indicator 636 may indicate
the content sources within which the media asset may be
shifted, as defined by the availability window. The available
content source indicator 636 may display the available con-
tent sources in any suitable manner, including as a scroll bar,
selectable buttons, or other interactive graphical element as
will be appreciated by one skilled in the art. The set of avail-
able channels or content sources may be determined by con-
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trol circuitry 304 from the availability window associated
with the media asset. Control circuitry 304 may further deter-
mine from retrieved subscription information associated with
the user whether the user has the required permissions asso-
ciated with the available content sources. If not, control cir-
cuitry 304 may display the available content sources as
greyed out or otherwise distinguished from content sources to
which the user has permission to shift the media asset.

Content source selector 637 is an interactive graphical
element which highlights the currently selected content
source and may be moved by the user with user input interface
310. When the availability window information screen 630 is
first invoked, control circuitry 304 may initially highlight the
original content source of the media asset as the default con-
tent source using the content source selector 637, as shown in
FIG. 6.

The available time indicator 638 may indicate the interval
or intervals of time during which the media asset may be
accessed, as defined by the availability window. As discussed
above, data regarding the availability window may be
received by control circuitry 304 either together with media
guidance data from media guidance data source 418, or sepa-
rately from the media guidance data from media guidance
data source 418 or remote server 415. The available time
indicator 638 may display the available times in any suitable
manner and in any suitable increments, including as a time-
line, a range of values, selectable buttons, slide bar, or other
interactive graphical element as will be appreciated by one
skilled in the art. Furthermore, the available time indicator
638 may show interactive graphical elements corresponding
only to the available times as defined by the availability
window of the media asset. Alternatively, the time indicator
638 may display interactive graphical elements for all time
slots, with elements corresponding to unavailable times
shaded in grey or otherwise distinguished from available
times.

In the example depicted in FIG. 6, the available time indi-
cator 638 is displayed as a scroll bar with thirty minute incre-
ments. Time selector 639 is an interactive graphical element
which highlights the currently selected time and may be
moved by the user with user input interface 310. When the
availability window information screen 630 is first invoked,
control circuitry 304 may initially highlight the originally-
scheduled transmission time of the media asset as the default
time using the time selector 639, as shown in FIG. 6. Alter-
natively, control circuitry 304 may also highlight the current
time, or any other user-specified time, as the default time
regardless of the originally-scheduled transmission time of
the media asset. The time selector 639 may move in discrete
time intervals, such as in thirty minute intervals, or may move
in a continuous manner, allowing the user to specify a custom
start time.

Once the user has selected a desired transmission time and
content source using time selector 639 and content source
selector 637, the user may confirm his choice using the con-
firmation button 640 or cancel his choice using cancel button
642. Control circuitry 304 may subsequently determine
whether a confirmed choice indicates a requested time and
content source which is within the availability window of the
media asset. [f the requested time and content source is within
the availability window, control circuitry 304 may update the
grid 602 to reflect the media asset at the requested time and
content source. In some embodiments, the program guide
screen is updated only for the user who requested the person-
alized program lineup. The program guide screen for other
users in the distribution network may display the original
media assets at their regularly scheduled transmission times.
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FIG. 7 shows another illustrative display screen 700 pre-
senting an availability window associated with a media asset
in accordance with some embodiments of the present disclo-
sure. In this example, availability window information screen
730 is generated by control circuitry 304 as an overlay above
an interactive media guidance application screen similar to
the display screen shown in FIG. 1. In alternate embodiments,
the availability window information screen 730 may also be
overlaid over other interactive media guidance application
screens, such as the one shown in FIG. 2, or over a media asset
that is currently being viewed by the user. In still other
embodiments, the availability window information screen
730 may be a separate full-screen display.

Similar to FIG. 1, display screen 700 consists of a program
information region 712, a video region 722, a grid 702, and
options region 726. Grid 702 may include rows indicating
different channels or content sources and columns indicating
a time block of programming. The time blocks may be given
in any suitable time interval, such as half-hour increments.
Each cell in the grid 702 may comprise a program listing,
which provides the title of the program provided on the asso-
ciated content source and time. The program listing may also
include additional information, either within the cell or in
program information region 712. The user may be able to
scroll the grid 702 to see future or past listings using user
input interface 310, either by moving highlight region 710 or
by selecting a dedicated scroll indicator, such as indicator
720. Electronic storage 308 may store past media guidance
information for a set period of time, and a user request to
scroll beyond this period of time may result in the user equip-
ment 300 transmitting a request to media guidance data
source 418 and receiving further media guidance information
for the requested period of time.

Information related to the program listing highlighted by
highlight region 710 may be provided in program information
region 712. Region 712 may include, for example, the pro-
gram title, the program description, the time the program is
provided, the channel or content source the program is on, the
program’s rating, a series name, or an episode number. The
region 712 may also include a brief description of the avail-
ability window of the highlighted media asset, such as a time
interval and set of content sources over which the asset may
be received.

Video region 722 may allow the user to view and/or pre-
view programs that are currently available, will be available,
or were available to the user. The content of video region 722
may correspond to, or be independent from, one of the listings
displayed in grid 702. For example, the video region 722 may
provide a live feed, a preview, or an advertisement associated
with the program listing which is currently highlighted by
highlight region 710. The video and audio of the content may
continue even when the availability window information
screen 730 is overlaid on display 700 to provide an uninter-
rupted experience to the user. In embodiments where the
availability window information screen 730 is a full-screen
display, the audio of the content in video region 722 may
continue.

Options region 726 may be part of the display 700, or may
be invoked by the user by selecting an on-screen option or
pressing a dedicated or assignable button on user input inter-
face 310. For example, the user may be allowed to select a
program listing by highlighting a listing with highlight region
710 and pressing an “enter”, “select”, or another dedicated or
assignable key on the user input interface 310. Selecting a
listing may highlight the listing in a different shade, color, or
otherwise visually distinguish the listing from unselected
listings. In response to a user highlighting or selecting a
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listing, control circuitry 304 may generate options in options
region 726 concerning the highlighted or selected listing,
including viewing additional program information, searching
for other transmission times or ways of receiving the pro-
gram, searching for related programs, setting a program and/
or channel as a favorite, purchasing a program, invoking
availability window information screen 730, shifting a pro-
gram from its originally-scheduled transmission time and/or
content source, or swapping the transmission times and con-
tent sources of two programs. In some embodiments, the user
may be able to select multiple listings, either by manually
selecting individual listings or by selecting a range of listings
between two selected listings. In response to the user select-
ing multiple listings, control circuitry 304 may generate addi-
tional options in options region 726 concerning the selected
listings. For instance, if the selected listings include listings
associated with related media assets, such as episodes of the
same series, the options region 726 may include an option to
rearrange the episodes into broadcast or series order.

Availability window information screen 730 may be gen-
erated by control circuitry 304 in response to a user request to
view an availability window associated with a media asset. In
some embodiments, control circuitry 304 may detect a user
highlighting or selecting a listing in grid 720 and in response,
display availability window information screen 730. In other
embodiments, the user may invoke availability window infor-
mation screen 730 by highlighting a listing with highlight
region 710 and pressing a dedicated or assignable button on
user input interface 310. Control circuitry 304 may also gen-
erate the availability window information screen 730 while
the user is currently watching a media asset. In other embodi-
ments, the user may invoke availability window information
screen 730 by selecting an option in options region 726. In yet
other embodiments, the availability window information
screen 730 may be automatically invoked without an explicit
user request. For example, control circuitry 304 may detect a
missed favorite program, a missed reminder, or other detect-
able event and in response, prompt the user with availability
window information screen 730.

Availability window information screen 730 may include a
program information region 732, a subscription indicator
734, an available content source indicator 736, a content
source selector 737, an available time indicator 738, a time
selector 739, a confirmation button 740, a cancel button 742,
and a “Show on Guide” button 750. Program information
region 732 may provide similar information as program infor-
mation region 712, such as title, series name, episode name,
originally-scheduled transmission time, original channel or
content source, parental rating, and popularity rating. In some
embodiments, region 732 may additionally provide more
detailed information, such as program descriptions, episode
summaries, and reviews. In the example depicted in FIG. 7,
the user has selected episode number 314 of the series “Mod-
ern Family” which has an originally-scheduled transmission
time of 7 pm.

The subscription indicator 734 may indicate a current sub-
scription associated with the user. Control circuitry 304 may
retrieve subscription information from a user profile stored in
storage 308, at remote server 415, or a combination of the
two. In some embodiments, control circuitry 304 may query
the media content source 416 or remote server 415 to provide
subscription information associated with the user. The sub-
scription information may include permissions and fees asso-
ciated with shifting media assets within a predetermined set
of channels or content sources. In the example depicted in
FIG. 7, the user has subscribed to a premium account associ-
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ated with ABC, thus allowing the user to shift media assets to
any channel associated with the American Broadcasting
Company.

The available content source indicator 736 may indicate
the content sources within which the media asset may be
shifted, as defined by the availability window. FIG. 7 depicts
the content source indicator 736 as a delimited list of available
content sources, but the available content source indicator
736 may display the available content sources in any suitable
manner, including as, a scroll bar, selectable buttons, or other
interactive graphical element as will be appreciated by one
skilled in the art. The set of available channels or content
sources may be determined by control circuitry 304 from the
availability window associated with the media asset. Control
circuitry 304 may further determine from retrieved subscrip-
tion information associated with the user whether the user has
the required permissions associated with the available content
sources. If not, control circuitry 304 may omit the content
sources from display which are not permitted, display these
content sources as greyed out, or otherwise distinguish these
content sources from content sources to which the user has
permission to shift the media asset.

Content source selector 737 is an interactive graphical
element which allows the user to select a channel or content
source. In some embodiments, selecting content source selec-
tor 737 using user input interface 310 results in displaying an
interactive list of the available content sources, populated
from the available content source indicator 736. In other
embodiments, each of the content sources listed in the avail-
able content source indicator 736 may comprise an interactive
link that, when selected by the user, is displayed in content
source selector 737. Other methods for receiving a user
request for a content source may be used as will be apparent
to one skilled in the art.

The available time indicator 738 may indicate the interval
or intervals of time during which the media asset may be
accessed, as defined by the availability window. As discussed
above, data regarding the availability window may be
received by control circuitry 304 either together with media
guidance data from media guidance data source 418, or sepa-
rately from the media guidance data from media guidance
data source 418 or remote server 415. In the example of FIG.
7,the available time indicator 738 presents the available times
during which the media asset may be accessed for the current
date. The available time indicator 738 may also comprise
selectable links which allow the user to select a different date
and view the available times for the media asset for that date.

Time selector 739 is an interactive graphical element
which allows the user to input a desired start time for the
media asset. In some embodiments, the user may input a time
manually using numeric keys on user input interface 310. In
other embodiments, selecting the time selector 739, for
instance by pressing an “enter” or “select” key on the user
input interface 310, causes control circuitry 304 to generate a
list of available times at predetermined increments selectable
by the user. Other methods for receiving a user request for a
desired start time may be used as will be apparent to one
skilled in the art.

Once the user has selected a desired transmission time and
content source using time selector 739 and content source
selector 737, the user may confirm his choice using the con-
firmation button 740 or cancel his choice using cancel button
742. Control circuitry 304 may subsequently determine
whether a confirmed choice indicates a requested time and
content source which is within the availability window of the
media asset. If the requested time and content source is within
the availability window, control circuitry 304 may update the
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grid 702 to reflect the media asset at the requested time and
content source. In some embodiments, the program guide
screen is updated only for the user who requested the person-
alized program lineup. The program guide screen for other
users in the distribution network may display the original
media assets at their regularly scheduled transmission times.

FIG. 8a shows an illustrative interactive media guidance
application display screen 800 with a first sequence of media
assets in accordance with some embodiments of the present
disclosure. Similar to FIG. 1, display screen 800 includes a
program information region 812, a video region 822, a grid
802, highlight region 810, and an options region 826, which
are substantially similar to program information region 112,
video region 122, grid 102, highlight region 110, and options
region 126. Display screen 800 may be displayed in response
to a user request to view an availability window associated
with a highlighted or selected media asset. For example, a
user may highlight a program listing with highlight region
810 and press a dedicated or assignable button on user input
interface 310 to view additional information regarding the
media asset. In response, control circuitry 304 may highlight
regions 830 and 832 on grid 802 to display the availability
window associated with the currently highlighted or selected
media asset. Alternatively, the user may select an option in
options region 826 to view the availability window. In the
example depicted in FIG. 8, the availability window associ-
ated with episode 314 of “Modern Family” is highlighted
across separate channels with highlight region 830 and 832.

The display screen 800 may also be invoked by pressing the
“Show on Guide” button 750 depicted in FIG. 7. A similar
button may also be integrated into the availability window
information screens 530 and 630 depicted in FIGS. 5 and 6,
and any variants thereof. In some embodiments, the “Show on
Guide” button 750 may be pressed after the user has input a
desired content source and start time in content source selec-
tor 737 and time selector 739. In response, control circuitry
may highlight the availability window associated with the
media asset, as shown by highlight regions 830 and 832, and
additionally distinguish the user-requested time-block. For
example, the user’s selection may be highlighted in a different
color from the rest of the availability window, providing the
user with a visual representation of the requested time and
content source.

The display screen 800 may also allow the user to select a
media asset and “drag and drop” the media asset to an alter-
nate time and/or content source within the availability win-
dow of the media asset. For example, the user may select
episode 314 of “Modern Family” airing at 7 pm, scroll to the
8 pm time block, and “drop” the episode at the new time block
by selecting the new time block. Alternatively, the user may
define a new time for the episode using any one of the avail-
ability window information screens 530, 630, or 730.

In response to the user request to shift the episode to a new
time, control circuitry 304 may determine whether the user
requested time and content source fall within the availability
window associated with the media asset. Upon confirming
that the new time and content source are within the availabil-
ity window, control circuitry 304 may update the grid 802 to
display the media asset at the requested time and content
source. FIG. 85 shows an illustrative interactive media guid-
ance application display screen with a second sequence of
media assets in accordance with some embodiments of the
present disclosure. In the example depicted in FIG. 85, epi-
sode 314 of “Modern Family” has been moved to the 8 pm
timeslot. In some embodiments, control circuitry 304 may
optionally shift the other media assets forward such that the
requested media asset is “inserted” into the program lineup
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without a loss of programming. In FIG. 85, episode 315 of
“Modern Family” has been shifted from 7:30 pm to 7 pm and
“AFV” has been shifted from 8 pm to 7:30 pm, thereby
allowing episode 314 of “Modern Family” to be inserted at
the 8 pm timeslot without a loss of programming. In alterna-
tive embodiments, the requested media asset may replace the
originally-scheduled media asset at the requested time. For
example, episode 314 of “Modern Family” may be broadcast
atboth the 7 pm and the 8 pm timeslots, overwriting “AFV” at
8 pm. In still other embodiments, control circuitry 304 may
swap the two media assets, such that episode 314 of “Modern
Family” is transmitted at 8 pm and “AFV” is transmitted at 7
pm.
FIG. 9 shows an illustrative confirmation display screen
900 to shift a media asset in accordance with some embodi-
ments of the present disclosure. Confirmation screen 902 may
be generated by control circuitry 304 in response to a user
request to shift a media asset to a new time and/or content
source. For example, control circuitry 304 may present the
user with confirmation screen 902 after the user has input a
requested time and/or content source into one of availability
window information screens 530, 630, or 730 and selected
confirmation button 536, 640, or 740. Alternatively, confir-
mation screen 902 may be generated when the user selects an
alternate time and/or content source using the “drag and
drop” feature as discussed above in relation to FIGS. 84 and
8b. In the example depicted in FIG. 9, the confirmation screen
902 is generated by control circuitry 304 as an overlay above
an interactive media guidance application screen similar to
the display screen shown in FIG. 1. In alternate embodiments,
the confirmation screen 902 may be overlaid over other inter-
active media guidance application screens, such as the one
shown in FIG. 2, or over a media asset that is currently being
viewed by the user. In still other embodiments, the confirma-
tion screen 902 may be a separate full-screen display.

Confirmation screen 902 may include confirmation state-
ment 904, confirmation button 912, and cancel button 914.
The confirmation statement 904 may include a media asset
identifier field 906, a content source field 908, and time iden-
tifier field 910. The fields 906, 908, and 910 may be populated
with the user’s selections from one of the availability window
information screens 530, 630, or 730 or alternatively from the
user’s “drag and drop” selection on grid 802. The user may
confirm the shift by selecting the confirm button 912 or cancel
his choice by selecting the cancel button 914. Inresponse to a
user selection of the confirm button 912, control circuitry 304
may determine whether the user-requested time and content
source fall within the availability window of the media asset.
If the user-requested time does not fall within the availability
window of the media asset, control circuitry 304 may gener-
ate a notification to the user indicating that the requested
move could not be completed. If the user-requested time falls
within the availability window of the media asset, control
circuitry 304 may update the program guide screen to display
the media asset at the requested time and content source. In
response to a user selection of the cancel button 914, control
circuitry 304 may return the user back to one of the availabil-
ity window information screens 530, 630, or 730, the display
screen 800, or the display screen 100.

FIG. 10 shows an illustrative confirmation display screen
1000 with subscription and fee information in accordance
with some embodiments of the present disclosure. Confirma-
tion screen 1002 may be generated by control circuitry 304 in
response to a user request to shift a media asset to a new time
and/or content source. For example, control circuitry 304 may
present the user with confirmation screen 1002 after the user
has input a requested time and/or content source into one of
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availability window information screens 530, 630, or 730 and
selected confirmation button 536, 640, or 740. Alternatively,
confirmation screen 1002 may be generated when the user
selects an alternate time and/or content source using the “drag
and drop” feature as discussed above in relation to FIGS. 8a
and 8b. In the example depicted in FIG. 10, the confirmation
screen 1002 is generated by control circuitry 304 as an over-
lay above an interactive media guidance application screen
similar to the display screen shown in FIG. 1. In alternate
embodiments, the confirmation screen 1002 may be overlaid
over other interactive media guidance application screens,
such as the one shown in FIG. 2, or over a media asset that is
currently being viewed by the user. In still other embodi-
ments, the confirmation screen 1002 may be a separate full-
screen display.

Confirmation screen 1002 may include confirmation state-
ment 1004, subscription statement 1012, confirmation button
1018, and cancel button 1014. The confirmation statement
1004 may include a media asset identifier field 1006, a con-
tent source field 1008, and time identifier field 1010. The
fields 1006, 1008, and 1010 may be populated with the user’s
selections from one of the availability window information
screens 530, 630, or 730 or alternatively from the user’s “drag
and drop” selection on grid 802.

The subscription statement 1012 may include subscription
field 1014 and fee field 1016. As described above, control
circuitry 304 may retrieve subscription information from a
user profile stored in storage 308, from a remote server 415, or
a combination of the two. Control circuitry 304 may also
receive permissions data from media content source 416 indi-
cating whether the user may make the requested shift and any
associated fees. In some embodiments, control circuitry 304
may query the media content source 416 or remote server 415
to provide subscription information or permissions data asso-
ciated with the user. The name of a subscription held by the
user may be displayed in subscription field 1014. If no sub-
scription is held by the user, such as in the example depicted
in FIG. 10, the subscription field may indicate “None”. Con-
trol circuitry 304 may compare the user-requested content
source with the content sources listed in the subscription
information to determine if payment is required for the
requested shift. In addition, control circuitry 304 may access
permissions data to determine the fees associated with the
requested shift. In the example depicted in FIG. 10, where no
subscription is held, fee field 1016 may display a one-time fee
associated with the shift. In some embodiments, the one-time
fee may change depending on the requested content source or
time. For example, shifting a media asset to a primetime
evening hour may require a higher one-time fee than shifting
the same media asset to an early morning hour.

The user may confirm the shift by selecting the confirm
button 1018 or cancel his choice by selecting the cancel
button 1020. In response to a user selection of the confirm
button 1018, control circuitry 304 may determine whether the
user-requested time and content source fall within the avail-
ability window of the media asset. If the user-requested time
does not fall within the availability window of the media
asset, control circuitry 304 may generate a notification to the
user indicating that the requested move could not be com-
pleted. If the user-requested time falls within the availability
window of the media asset, control circuitry 304 may gener-
ate a payment screen requesting payment from the userifa fee
is required for the switch. The payment screen may process
payment through a credit card account, PayPal account, bank
account, or other payment methods. In other embodiments,
payment may be billed directly to a monthly bill associated
with the user’s service provider. In yet other embodiments,
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the payment may be processed by using credits, such as
reward credits in a user account. Upon successful payment of
any fees required, control circuitry 304 may update the pro-
gram guide screen to display the media asset at the requested
time and content source. In some embodiments, the user may
not be charged until the media asset is delivered at the user-
requested time and content source. In response to a user
selection of the cancel button 1014, control circuitry 304 may
return the user back to one of the availability window infor-
mation screens 530, 630, or 730, the display screen 800, or the
display screen 100.

FIG. 11 shows an illustrative confirmation display screen
1100 regarding a swap of a first and a second media asset in
accordance with some embodiments of the present disclo-
sure. Confirmation screen 1102 may be generated by control
circuitry 304 in response to a user request to shift a media
asset to a new time and/or content source. For example, con-
trol circuitry 304 may present the user with confirmation
screen 1102 after the user has input a requested time and/or
content source into one of availability window information
screens 530, 630, or 730 and selected confirmation button
536, 640, or 740. Alternatively, confirmation screen 1102
may be generated when the user selects an alternate time
and/or content source using the “drag and drop” feature as
discussed above in relation to FIGS. 8a and 85. For example,
control circuitry 304 may generate confirmation screen 1102
in response to a user selection of a first and a second media
asset. In the example depicted in FIG. 11, the confirmation
screen 1102 is generated by control circuitry 304 as an over-
lay above an interactive media guidance application screen
similar to the display screen shown in FIG. 1. In alternate
embodiments, the confirmation screen 1102 may be overlaid
over other interactive media guidance application screens,
such as the one shown in FIG. 2, or over a media asset that is
currently being viewed by the user. In still other embodi-
ments, the confirmation screen 1102 may be a separate full-
screen display.

Confirmation screen 1102 may include confirmation state-
ment 1104, confirmation button 1114, and cancel button
1116. The confirmation statement 1104 may include a first
media asset identifier field 1106, a first time identifier field
1108, a second media asset identifier field 1110, and a second
time identifier field 1112. The fields 1106 and 1108 may be
populated with the title of the first media asset and the trans-
mission time associated with the first media asset respec-
tively. The fields 1110 and 112 may be populated with the title
of the second media asset and the transmission time associ-
ated with the second media asset. The user may confirm the
swap by selecting the confirm button 1114 or cancel his
choice by selecting the cancel button 1116. In response to a
user selection of the confirm button 1114, control circuitry
304 may determine whether the transmission time and con-
tent source of the second media asset fall within the availabil-
ity window associated with the first media asset. Additionally,
control circuitry 304 may determine whether the transmission
time and content source of the first media asset fall within the
availability window associated with the second media asset.
If control circuitry 304 determines that either the first or the
second media asset is unable to be swapped to the requested
time, control circuitry 304 may generate a notification to the
user indicating that the requested swap could not be com-
pleted. If control circuitry 304 determines that the transmis-
sion time and content source of both the first and the second
media asset fall within the availability window of the other,
control circuitry 304 may update the program guide screen to
display the first media asset at the original transmission time
and content source of the second media asset and the second



US 9,232,271 B2

35

media asset at the original transmission time and content
source of the first media asset. In response to a user selection
of'the cancel button 1116, control circuitry 304 may return the
user back to one of the availability window information
screens 530, 630, or 730, the display screen 800, or the dis-
play screen 100.

FIG. 12 shows an illustrative confirmation screen to rear-
range related media assets in accordance with some embodi-
ments of the present disclosure. Confirmation screen 1202
may be generated by control circuitry 304 after control cir-
cuitry 304 has successfully shifted a media asset to a user-
requested time and/or content source. In some embodiments,
control circuitry 304 may generate confirmation screen 1202
in response to the user selecting multiple program listings, for
example in grid 102, and selecting an option in options region
126 to rearrange the media assets. Control circuitry 304 may
compare the media guidance information associated with
each of the program listings to identify related media assets.
For example, control circuitry 304 may compare the titles,
series name, series 1D, or episode numbers to identify epi-
sodes of the same series. In the example depicted in FIG.12,
control circuitry 304 has detected several episodes of the
series “Modern Family” and is requesting confirmation from
the user to rearrange the episodes into the original episode
order through confirmation screen 1202.

In the example depicted in FI1G. 12, the confirmation screen
1202 is generated by control circuitry 304 as an overlay above
an interactive media guidance application screen similar to
the display screen shown in FIG. 1. In alternate embodiments,
the confirmation screen 1202 may be overlaid over other
interactive media guidance application screens, such as the
one shown in FIG. 2, or over a media asset that is currently
being viewed by the user. In still other embodiments, the
confirmation screen 1202 may be a separate full-screen dis-
play.

Confirmation screen 1202 may include confirmation state-
ment 1204, confirmation button 1208, and cancel button
1210. The confirmation statement 1204 may include a related
media asset identifier field 1206, which indicates a character-
istic common between the related media assets. For example,
the related media asset identifier field 1206 may display the
name of a series to which the related media assets belong. The
user may confirm the rearrangement by selecting the confirm
button 1208 or cancel rearrangement by selecting the cancel
button 1210. In response to a user selection of the confirm
button 1208, control circuitry 304 may determine an original
order for the related media assets, for example based on the
original transmission order for the related media assets or an
episode number associated with each of the related media
assets. Control circuitry 304 may identify an availability win-
dow and a transmission time associated with each of the
related media assets and determine whether the related media
assets may be shifted into the original order. If, based on the
availability windows of the related media assets, the media
assets cannot be rearranged into the original order, control
circuitry 304 may generate a notification to the user indicat-
ing that the requested rearrangement could not be completed.
If control circuitry 304 determines that the media assets can
be rearranged into the original order, control circuitry 304
may update the program guide screen to display the related
media assets in the original order. In response to a user selec-
tion of the cancel button 1210, control circuitry 304 may
return the user back to one of the availability window infor-
mation screens 530, 630, or 730, the display screen 800, or the
display screen 100.

FIG. 13 illustrates a flow diagram 1300 for defining a
personalized program lineup in accordance with some
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embodiments of the present disclosure. The steps of flow
diagram 1300 are performed by a processing device, such as
control circuitry 304 of user equipment 300. In certain
embodiments, a similar processing device at remote server
415 may perform the steps of flow diagram 1300, and in yet
other embodiments, the steps of flow diagram 1300 may be
performed by a combination of processing devices at remote
server 415 and one or more of user equipment 402, 404, and
406.

At step 1302, the processing device may receive program
guidance data from media guidance data source 418. The
program guidance data may include information on a plural-
ity of media assets, including transmission times, transmis-
sion channels or content sources, titles, descriptions, series
names, series [Ds, episode numbers, parental ratings, popu-
larity ratings, critic’s ratings, descriptions, summaries,
reviews, genre or category information, actor information,
logo data, or any other information related to the plurality of
media assets. In addition, the program guidance data may
include information on the availability window associated
with each of the plurality of media assets. In alternate
embodiments, data indicating the availability windows may
be received separately from the program guidance data, for
example from media content source 416 or remote server 415.

At step 1304, the processing device may generate a pro-
gram guide screen based on the received program guidance
data. The processing device may display the plurality of
media assets in a first sequence according to their scheduled
transmission times and content sources. Users may navigate
on the program guide screen, such as the display screens
illustrated in FIGS. 1 and 2, using user input interface 310.
The storage 308 at user equipment 300 and/or the media
guidance data source 418 may store past program guidance
data up to a set amount of time, allowing the processing
device to present past program listings in the program guide
screen. The user may select a media asset, for example, by
highlighting the asset using highlight indicator 110 and press-
ing a “select” or equivalent key on user input interface 310.
Upon selecting a media asset, the processing device may
display the availability window associated with the selected
media asset, either through a separate availability window
information screen as discussed above in relation to FIGS.
5-7 or by highlighting a region directly on grid 102 corre-
sponding to the availability window, as discussed above in
relation to FIG. 8.

At step 1306, the processing device may receive a user
request to shift a media asset to an alternate time and/or
content source. In some embodiments, the user request may
be a selection of an alternate time on grid 102 using highlight
region 110. In other embodiments, the user may be presented
with an option in options region 126 to input a time and
content source to access the selected media asset. The speci-
fied time may occur on any suitable increment, such as a
half-hour, hour, or other user-defined interval of time. For
example, specifying times in half-hour increments may allow
the user to easily swap programs and rearrange originally
scheduled programming. Alternatively, the user request may
be a user input in any one of availability window information
screens 530, 630, 730, or equivalents thereof.

At step 1308, the processing device determines whether the
alternate time and content source as requested by the user falls
within the availability window associated with the selected
media asset. The processing device may access data indicat-
ing the availability window associated with the selected
media asset and identify an interval or intervals of time during
which the media asset may be accessed from content source
416. The processing device may also identify from the data a
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predetermined set of content sources over which the media
asset may be accessed. The processing device may compare
the requested time with the identified time intervals to deter-
mine whether the media asset may be accessed from the
media content source 416 at the requested time. If the
requested time does not fall within one of the identified inter-
vals of time, or the requested content source is not included in
the identified set of content sources over which the media
asset may be received, the processing device may generate an
optional notification at step 1307 that the request could not be
completed. The notification may include a reason that the
requested shift could not be completed, such as the requested
time being outside the available times, or the requested con-
tent source not being included in the set of available content
sources. After generating the notification, the processing
device may return the user to one of availability window
information screens 530, 630, or 730, or to one of display
screens 100, 200, or 800. The processing device may then
await another user request at step 1306.

If the requested time and content source fall within the
availability window associated with the selected media asset,
the processing device may determine whether the user has the
necessary permissions to make the shift. In some embodi-
ments, the processing device may transmit the request to
media content source 416 to determine whether the user has
permission to shift the media asset to the requested time.
Media content source 416 may determine the user’s subscrip-
tion status, for example by accessing a user profile stored at
the user equipment, media content source 416, remote server
415, or a combination of the above. Media content source 416
may also determine whether the requested shift is associated
with any fees. For example, purchasing a subscription may
allow the user to shift the media asset to a predetermined set
of content sources for free or for a reduced price. Alterna-
tively, shifting a media asset may be associated with a one-
time fee. Once the user’s subscription status and/or payment
information is verified, media content source 416 may trans-
mit permissions data to user equipment 300 confirming that
the user may make the requested shift. In some embodiments,
the permissions data may be included in the user profile stored
at the user equipment, remote server 415, media content
source 416, or a combination of the above.

In some embodiments, the permissions data may include a
list of one or more remote servers 415 that may provide the
requested media asset at the requested time. For example,
remote server 415 may comprise an Internet source which
may stream the requested media asset to user equipment 300.
In some embodiments, the permissions data may also include
access rights to the list of remote servers 415. For example,
the permissions data may include an access key which allows
the processing device to access media content from remote
server 415, whereas the media content might otherwise not be
available to users without the access key.

Once the processing device has verified that the user has
the necessary permissions to make the shift, the processing
device may update the program guide screen at step 1310 with
the selected media asset at the requested time and content
source. In some embodiments, the selected media asset may
replace the originally-scheduled media asset at the requested
time such that the originally-scheduled media asset is “over-
written.” In other embodiments, the processing device may
automatically shift other media assets affected by the user
request forward or backward such that the shifted media asset
is “inserted” into the program lineup without a loss of pro-
gramming.

At step 1312, the processing device may store the person-
alized program lineup onto any suitable electronic storage
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device. The electronic storage device may reside within user
equipment device 300, such as storage device 308, at aremote
server 415, or a combination of the two. In embodiments
where the personalized program lineup is stored at a remote
server 415, the personalized program lineup may be synchro-
nized across multiple user equipment devices using the cloud-
based services as described above. For example, a user may
construct a personalized program lineup on a first user equip-
ment device, such as a mobile phone 406, store the personal-
ized program lineup at a remote server 415, and access the
program lineup on a second user equipment device, such as
user television equipment 402. The various user equipment
devices may be associated with any suitable interactive appli-
cation for allowing the user to define a personalized program
lineup, such as an interactive guidance application running on
a set-top-box, a web browser accessed from a personal com-
puter, a mobile application running on a mobile phone, or any
other suitable user interface as will be appreciated by one
skilled in the art.

FIG. 14 illustrates another flow diagram 1400 for defining
a personalized program lineup in accordance with some
embodiments of the present disclosure. The steps of flow
diagram 1400 are performed by a processing device, such as
control circuitry 304 of user equipment 300. In certain
embodiments, a similar processing device at remote server
415 may perform the steps of flow diagram 1400, and in yet
other embodiments, the steps of flow diagram 1400 may be
performed by a combination of processing devices at remote
server 415 and one or more of user equipment 402, 404, and
406.

At step 1402, the processing device may receive program
guidance data from media guidance data source 418. The
program guidance data may include information on a plural-
ity of media assets, including transmission times, transmis-
sion channels or content sources, titles, descriptions, series
names, series [Ds, episode numbers, parental ratings, popu-
larity ratings, critic’s ratings, descriptions, summaries,
reviews, genre or category information, actor information,
logo data, or any other information related to the plurality of
media assets. In addition, the program guidance data may
include information on the availability window associated
with each of the plurality of media assets. In alternate
embodiments, data indicating the availability windows may
be received separately from the program guidance data, for
example from media content source 416 or remote server 415.

At step 1404, the processing device may generate a pro-
gram guide screen based on the received program guidance
data. The processing device may display the plurality of
media assets in a first sequence according to their scheduled
transmission times and content sources. Users may navigate
on the program guide screen, such as the display screens
illustrated in FIGS. 1 and 2, using user input interface 310.
The storage 308 at user equipment 300 and/or the media
guidance data source 418 may store past program guidance
data up to a set amount of time, allowing the processing
device to present past program listings in the program guide
screen. The user may select a media asset, for example, by
highlighting the asset using highlight indicator 110 and press-
ing a “select” or equivalent key on user input interface 310.
Upon selecting a media asset, the processing device may
display the availability window associated with the selected
media asset, either through a separate availability window
information screen as discussed above in relation to FIGS.
5-7 or by highlighting a region directly on grid 102 corre-
sponding to the availability window, as discussed above in
relation to FIG. 8.
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At step 1406, the processing device may receive a user
selection of a first media asset, and at step 1408, the process-
ing device may receive a user selection of a second media
asset. The processing device may query the user, for example
using confirmation screen 1102, whether to swap the trans-
mission time and/or content sources of the first and the second
media asset. At step 1410, the processing device may deter-
mine whether the scheduled transmission time and content
source associated with the second media asset falls within the
availability window of the first media asset. The processing
device may access data indicating the availability window
associated with the first media asset and identify an interval or
intervals of time during which the first media asset may be
accessed from content source 416. The processing device
may also identify from the data a predetermined set of content
sources over which the first media asset may be accessed. The
processing device may compare the transmission time of the
second media asset with the identified time intervals to deter-
mine whether the first media asset may be accessed from the
media content source 416 at the transmission time of the
second media asset. In a similar manner, the processing
device may determine whether the transmission time and
content source of the first media asset falls within the avail-
ability window of the second media asset, thereby allowing
the second media asset to be shifted to the transmission time
and content source of the first media asset. If the processing
device determines that either the first or the second media
asset is unable to be swapped to the requested time, the
processing device may generate an optional notification at
step 1407 that the request could not be completed. The noti-
fication may include a reason that the requested shift could
not be completed, such as the requested time for the first
media asset being outside the available times, or the requested
content source for the first media asset not being included in
the set of available content sources. After generating the
notification, the processing device may return the user to one
of availability window information screens 530, 630, or 730,
or to one of display screens 100, 200, or 800. The processing
device may then await another user request at step 1406.

If the processing device determines that the transmission
time and content source of both the first and the second media
asset fall within the availability window of the other, the
processing device may determine whether the user has the
necessary permissions to make the swap. In some embodi-
ments, the processing device may transmit the request to one
or more media content sources 416 to determine whether the
user has permission to shift the first media asset to the original
transmission time of the second media asset and to shift the
second media asset to the original transmission time of the
first media asset. Media content source 416 may determine
the user’s subscription status, for example by accessing a user
profile stored at the user equipment, media content source
416, remote server 415, or a combination of the above. Media
content source 416 may also determine whether the requested
shifts are associated with any fees. For example, purchasing a
subscription may allow the user to shift the media asset to a
predetermined set of content sources for free or for a reduced
price. Alternatively, shifting a media asset may be associated
with a one-time fee. Once the user’s subscription status and/
or payment information is verified, the one or more media
content sources 416 may transmit permissions data to user
equipment 300 confirming that the user may make the
requested shifts. In some embodiments, the permissions data
may be included in the user profile stored at the user equip-
ment, remote server 415, media content source 416, or a
combination of the above.
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In some embodiments, the permissions data may include a
list of one or more remote servers 415 that may provide the
requested media asset at the requested time. For example,
remote server 415 may comprise an Internet source which
may stream the requested media asset to user equipment 300.
In some embodiments, the permissions data may also include
access rights to the list of remote servers 415. For example,
the permissions data may include an access key which allows
the processing device to access media content from remote
server 415, whereas the media content might otherwise not be
available to users without the access key.

Once the processing device has verified that the user has
the necessary permissions to make the swap, the processing
device may update the program guide screen at step 1412 with
the first media asset at the transmission time and content
source of the second media asset and the second media asset
at the transmission time and content source of the first media
asset.

At step 1414, the processing device may store the person-
alized program lineup onto any suitable electronic storage
device. The electronic storage device may reside within user
equipment device 300, such as storage device 308, at aremote
server 415, or a combination of the two. In embodiments
where the personalized program lineup is stored at a remote
server 415, the personalized program lineup may be synchro-
nized across multiple user equipment devices using the cloud-
based services as described above. For example, a user may
construct a personalized program lineup on a first user equip-
ment device, such as a mobile phone 406, store the personal-
ized program lineup at a remote server 415, and access the
program lineup on a second user equipment device, such as
user television equipment 402. The various user equipment
devices may be associated with any suitable interactive appli-
cation for allowing the user to define a personalized program
lineup, such as an interactive guidance application running on
a set-top-box, a web browser accessed from a personal com-
puter, a mobile application running on a mobile phone, or any
other suitable user interface as will be appreciated by one
skilled in the art.

FIG. 15 illustrates a flow diagram 1500 for delivering con-
tent according to a personalized program lineup in accor-
dance with some embodiments of the present disclosure. The
steps of flow diagram 1500 are performed by a processing
device, such as control circuitry 304 of user equipment 300.
In certain embodiments, a similar processing device at remote
server 415 may perform the steps of flow diagram 1500, and
in yet other embodiments, the steps of flow diagram 1500 may
be performed by a combination of processing devices at
remote server 415 and one or more of user equipment 402,
404, and 406.

At step 1502, the processing device may receive a request
to access a content source 416. For example, the processing
device may receive a user input from user input interface 310
to tune to a broadcast channel provided by content source
416. At step 1504, the processing device may access or
retrieve a personalized program lineup associated with the
user. As discussed above, the personalized program lineup
may be stored at an electronic storage device, such as storage
device 308, a similar storage device at remote server 415, or
a combination of the two. The personalized program lineup
defines a sequence of media assets that has been modified by
the user from their originally-scheduled transmission times.

At step 1506, the processing device uses the personalized
program lineup to determine, at the current time, whether the
user has requested a different media asset than the originally-
scheduled transmission from content source 416. If the user
has not made a custom request at the current time, the pro-
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cessing device may receive the originally-scheduled media
asset from the content source 416 at step 1508 and playback
the media asset at step 1514. If the user has requested a
different media asset than the originally-scheduled transmis-
sion at the current time, the processing device may transmit a
request to content source 416 to provide the user-requested
media asset at step 1510. In some embodiments, control cir-
cuitry receives the media asset directly from media content
source 416 at the requested time. In other embodiments,
media content source 416 may access an external server, such
as remote server 415, to provide the media asset at the
requested time. In yet other embodiments, the processing
device may receive the media asset directly from remote
server 415 instead of content source 416. For example, the
remote server 415 may be an online streaming source asso-
ciated with the content source 416 that may provide the
broadcast media asset on-demand over the Internet. In these
embodiments, the processing device may need to access cer-
tain access rights for remote server 415, such as an access key
provided by media content source 416.

In some embodiments, the request to access the content
source may come in the middle of a media asset to be received
according to the personalized program lineup. For example,
the user may request an episode of “Modern Family” to air on
ABC at 7 pm, but not tune to ABC until 7:15, halfway through
the episode. In such embodiments, the processing device may
transmit a request to media content source 416 or remote
server 415 to provide the user-requested media asset starting
at an intermediate point corresponding to the current time. In
the example provided above, media content source 416 or
remote server 415 would provide the episode of “Modern
Family” starting 15 minutes into the episode. The processing
device receives the user-requested media asset from content
source 416 or remote server 415 at step 1512 and plays back
the user-requested media asset at step 1514.

At step 1516, the processing device may finish playback of
the media asset and automatically determine, based on the
personalized program lineup at the current time, whether the
next media asset is different from the originally-scheduled
transmission from content source 416. If the user has not
made a custom request, the processing device may revert back
to step 1508 and receive the originally-scheduled media asset.
If the user has requested a different media asset than the
originally-scheduled transmission, the processing device
may revert back to step 1510 and transmit a request to content
source 416 or remote server 415 to provide the user-requested
media asset. In some embodiments, control circuitry 304
transmits the request prior to the completion of the previous
media asset and buffers the next media asset in storage 308 in
anticipation of playback. In this manner, media assets are
automatically delivered to user equipment 300 according to
the personalized program lineup without further user input.

FIG. 16 illustrates a flow diagram 1600 for rearranging
related media assets in accordance with some embodiments
of'the present disclosure. The steps of flow diagram 1600 are
performed by a processing device, such as control circuitry
304 of'user equipment 300. In certain embodiments, a similar
processing device at remote server 415 may perform the steps
of flow diagram 1400, and in yet other embodiments, the steps
of flow diagram 1400 may be performed by a combination of
processing devices at remote server 415 and one or more of
user equipment 402, 404, and 406.

At step 1602, the processing device may receive a user
request to shift a first media asset to an alternate time and/or
content source. In some embodiments, the user request may
be a selection of an alternate time on grid 102 using highlight
region 110. In other embodiments, the user may be presented
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with an option in options region 126 to input a time and
content source to access the selected media asset. The speci-
fied time may occur on any suitable increment, such as a
half-hour, hour, or other user-defined increment of time. For
example, specifying times in half-hour increments may allow
the user to easily swap programs and rearrange originally
scheduled programming. Alternatively, the user request may
be a user input in any one of availability window information
screens 530, 630, 730, or equivalents thereof.

At step 1604, the processing device determines whether the
alternate time and content source as requested by the user falls
within the availability window associated with the first media
asset. The processing device may access data indicating the
availability window associated with the first media asset and
identify an interval or intervals of time during which the
media asset may be accessed from content source 416. The
processing device may also identify from the data a predeter-
mined set of content sources over which the media asset may
be accessed. The processing device may compare the
requested time with the identified time intervals to determine
whether the media asset may be accessed from the media
content source 416 at the requested time. [fthe requested time
does not fall within one of the identified intervals of time, or
the requested content source is not included in the identified
set of content sources over which the media asset may be
received, the processing device may generate an optional
notification at step 1606 that the request could not be com-
pleted. The notification may include a reason that the
requested shift could not be completed, such as the requested
time being outside the available times, or the requested con-
tent source not being included in the set of available content
sources. After generating the notification, the processing
device may return the user to one of availability window
information screens 530, 630, or 730, or to one of display
screens 100, 200, or 800. The processing device may then
await another user request at step 1602.

If the requested time and content source fall within the
availability window associated with the first media asset, the
processing device may update the program guide screen at
step 1608 with the first media asset at the requested time and
content source. In some embodiments, the first media asset
may replace the originally-scheduled media asset at the
requested time such that the originally-scheduled media asset
is “overwritten.” In other embodiments, the processing device
may automatically shift other media assets affected by the
user request forward or backward such that the shifted media
asset is “inserted” into the program lineup without a loss of
programming.

At step 1610, the processing device may query the user
whether to rearrange related media assets into an original
order. The processing device may query the user by generat-
ing a confirmation screen, such as confirmation screen 1202
depicted in FIG. 12. In some embodiments, the original order
may comprise an original broadcast order, while in other
embodiments, the original order may comprise an episode
numbering order of a series. For example, if a later episode of
a series is moved before an earlier episode of the same series,
the processing device may query the user to rearrange the
episodes in the original episode order.

If the user chooses not to rearrange the related media
assets, the processing device may store the personalized pro-
gram lineup at step 1628. If the user chooses to rearrange the
related media assets, the processing device may proceed to
identify the related media assets in the loop defined by steps
1612-1620. At step 1612, the processing device identifies an
intermediate media asset which occurs between the origi-
nally-scheduled transmission time of the first media asset and
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the alternate time requested by the user. At step 1614, the
processing device compares the program guidance data of the
intermediate asset and the first media asset to determine
whether the intermediate asset is related to the first media
asset. For example, the processing device may compare pro-
gram titles, series titles, series 1Ds, episode numbers, actor
names, etc. to determine whether the media assets are related.

At step 1616, the processing device may decide, based on
the comparison of program guidance data, whether the inter-
mediate media asset is related to the first media asset. If the
media assets are related, the processing device may identify
the intermediate media asset as a related media asset at step
1618, for example by adding the intermediate media asset to
a list of related media assets stored in electronic storage 308.
Ifthe media assets are not related, the processing device may
proceed directly to step 1620, where the processing device
may determine whether there are further intermediate media
assets between the originally-scheduled transmission time of
the first media asset and the alternate time requested by the
user. If other intermediate media assets remain to be com-
pared to the first media asset, the processing device may
return to step 1612 and repeat steps 1612-1618 with another
intermediate asset.

If all the intermediate media assets have been compared to
the first media asset, the processing device may proceed to
step 1622 and reorder the related media assets and the first
media asset into an original order. The processing device may
identify a transmission time and availability window associ-
ated with each of the related media assets and determine
whether the related media assets may be shifted into the
original order. If, based on the availability windows of the
related media assets, the related media assets cannot be
shifted into the original order, the processing device may
generate a notification to the user similar to the notification
generated at step 1606. If the processing device determines
that the media assets can be shifted to the original order, the
processing device may update the program guide screen with
the reordered sequence at step 1624.

At step 1626, the processing device may store the person-
alized program lineup onto any suitable electronic storage
device. The electronic storage device may reside within user
equipment device 300, such as storage device 308, at aremote
server 415, or a combination of the two. In embodiments
where the personalized program lineup is stored at a remote
server 415, the personalized program lineup may be synchro-
nized across multiple user equipment devices using the cloud-
based services as described above. For example, a user may
construct a personalized program lineup on a first user equip-
ment device, such as a mobile phone 406, store the personal-
ized program lineup at a remote server 415, and access the
program lineup on a second user equipment device, such as
user television equipment 402. The various user equipment
devices may be associated with any suitable interactive appli-
cation for allowing the user to define a personalized program
lineup, such as an interactive guidance application running on
a set-top-box, a web browser accessed from a personal com-
puter, a mobile application running on a mobile phone, or any
other suitable user interface as will be appreciated by one
skilled in the art.

It will be apparent to those of ordinary skill in the art that
methods, techniques, and processes involved in the present
disclosure may be embodied in a computer program product
that includes a non-transitory computer usable and/or read-
able medium. For example, such a non-transitory computer
readable medium may consist of a read-only memory device,
such as a CD-ROM disk or conventional ROM devices, or a
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random access memory, such as a hard drive device or a
computer diskette, having a computer readable program code
stored thereon.

Itis to be understood that while certain forms of the present
disclosure have been illustrated and described herein, it is not
to be limited to the specific forms or arrangement of parts
described and shown. Those skilled in the art will know or be
able to ascertain using no more than routine experimentation,
many equivalents to the embodiments and practices described
herein. Accordingly, it will be understood that the invention is
not to be limited to the embodiments disclosed herein, which
are presented for purposes of illustration and not of limitation.

What is claimed is:

1. A method for delivering content, the method comprising:

receiving a request to access, at a particular time, a first

media asset;

determining whether the first media asset will be available

from a first content source at the particular time;

if the first media asset will be available from the first

content source at the particular time, storing an indica-
tion of the first media asset
receiving, at the particular time, a request to access a sec-
ond content source, wherein the second content source is
scheduled to transmit a second media asset different
than the first media asset at the particular time; and

automatically receiving the first media asset from the first
content source instead of the second media asset based
on a determination that the first media asset is different
than the second media asset.

2. The method of claim 1, wherein automatically receiving
the first media asset from the first content source comprises:

automatically transmitting a communication to the first

content source requesting that the first content source
make the first media asset available at the particular
time; and

receiving the first media asset from the first content source.

3. The method of claim 1, wherein the first content source
is one of the group of: a television distribution facility, a
broadcast provider, a cable system head end, a service pro-
vider, a satellite distribution facility, a video on-demand
server, an internet server, a website, or a remote recording
device.

4. The method of claim 1 wherein automatically receiving
the first media asset comprises automatically receiving the
first media asset starting at an intermediate point in the first
media asset relative to a starting position of the first media
asset.

5. The method of claim 1, wherein receiving a request to
access the first media asset at the particular time comprises
receiving a user input to shift the first media asset to the
particular time from a scheduled time that is different than the
particular time.

6. The method of claim 5 wherein the particular time occurs
prior to the scheduled time.

7. The method of claim 5 wherein the particular time occurs
subsequent to the scheduled time.

8. The method of claim 5 wherein determining whether the
first media asset will be available from the first content source
at the particular time comprises determining whether the
particular time occurs within an availability window associ-
ated with the first media asset.

9. The method of claim 1, further comprising determining
whether the second media asset is available from the first
content source.

10. The method of claim 1 further comprising:

generating a program guide screen to display a first plural-

ity of media assets, wherein the program guide screen
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indicates that the second media asset is scheduled to be
transmitted by the second content source at the particu-
lar time; and

updating the program guide screen to display a second

plurality of media assets, wherein the program guide
screen indicates that the first media asset is scheduled to
be transmitted by the second content source at the par-
ticular time.

11. The method of claim 1 further comprising:

receiving subscription information associated with the

user; and

determining, based on the subscription information, a fee

associated with the request to access the first media asset
at the particular time.

12. A system for delivering content, the system compris-
ing:

a processor configured to:

receive a request to access, at a particular time, a first
media asset;

determine whether the first media asset will be available
from a first content source at the particular time;

if the first media asset will be available from the first
content source at the particular time, store an indica-
tion of the first media asset

receive, at the particular time, a request to access a
second content source, wherein the second content
source is scheduled to transmit a second media asset
different than the first media asset at the particular
time; and

automatically receive the first media asset from the first
content source instead of the second media asset
based on a determination that the first media asset is
different than the second media asset.

13. The system of claim 12, wherein the processor is con-
figured to automatically receive the first media asset from the
first content source by:

automatically transmitting a communication to the first

content source requesting that the first content source
make the first media asset available at the particular
time; and

receiving the first media asset from the first content source.

14. The system of claim 12, wherein the first content source
is one of the group of: a television distribution facility, a
broadcast provider, a cable system head end, a service pro-
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vider, a satellite distribution facility, a video on-demand
server, an internet server, a website, or a remote recording
device.

15. The system of claim 12 wherein the processor is con-
figured to automatically receive the first media asset by auto-
matically receiving the first media asset starting at an inter-
mediate point in the first media asset relative to a starting
position of the first media asset.

16. The system of claim 12, wherein the processor is con-
figured to receive a request to access the first media asset at
the particular time by receiving a user input to shift the first
media asset to the particular time from a scheduled time that
is different than the particular time.

17. The system of claim 16 wherein the particular time
occurs prior to the scheduled time.

18. The system of claim 16 wherein the particular time
occurs subsequent to the scheduled time.

19. The system of claim 16 wherein the processor is con-
figured to determine whether the first media asset will be
available from the first content source at the particular time by
determining whether the particular time occurs within an
availability window associated with the first media asset.

20. The system of claim 12, wherein the processor is fur-
ther configured determine whether the second media asset is
available from the first content source.

21. The system of claim 12 wherein the processor is further
configured to:

generate a program guide screen to display a first plurality

of media assets, wherein the program guide screen indi-
cates that the second media asset is scheduled to be
transmitted by the second content source at the particu-
lar time; and

update the program guide screen to display a second plu-

rality of media assets, wherein the program guide screen
indicates that the first media asset is scheduled to be
transmitted by the second content source at the particu-
lar time.

22. The system of claim 12 wherein the processor is further
configured to:

receive subscription information associated with the user;

and

determine, based on the subscription information, a fee

associated with the request to access the first media asset
at the particular time.
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